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LED Luks luminaires are designed to reach high quality and reliable lighting solution. 
Thus, in addition to the standard 2-year warranty period, we give an extra 3 years 
warranty to all luminaires if mounted in compliance with installation instructions by an 
authorized person.

5-year
Warranty Period

LED Luks designs, develops and produces state-of-the-art LED 

lighting solutions positively influencing people’s everyday life. Led 

Luks team is a perfect combination of experienced and skilled 

entrepreneurs and lighting experts who all share the same goal to 

deliver SMART, GREEN and ACTIVE lighting. 100% made in Europe.

Rich industry experience in big and small-sized systems enables us 

to implement an efficient business model, which, together with our 

in-house R&D, results in high price-performance capabilities and 

technological excellence of our products. Our LED lighting solutions 

are much more than light. They are a smart combination of hardware, 

firmware, intelligent lighting management and framework. As such, it 

gives us the ability to develop complex lighting systems integrated in 

your IT infrastructures.

Flexibility and responsiveness is our way of doing business. This is 

a necessity for a close collaboration with clients and for a long-term 

relationship in which we believe. It is a reciprocal benefit for both 

parts. Light designers and distributors can not only actively influent to 

our product roadmap with their specific requirements, but also receive 

a customized solution suitable for their applications.



active
smart —

—

— green

LED Luks luminaries are smart. They give you the best possible light 

quality even when illuminating the most demanding lighting areas 

through professional light fixtures with high color rendering, controlled 

glare and light output that reaches desirable lighting levels.

Sustainability is one of our core values, influencing all stages of our 

process. Using LED Luks luminaires, you will significantly diminish 

the CO2 emission in the air. With their high luminous efficiency ratio 

and excellent LED thermal management, it will also contribute to the 

energy-savings in your building.

Dynamic LED Luks luminaries produce biologically effective light supporting people’s health. 

Due to dynamic white technology we achieve light with a natural light spectrum by modifying 

light color temperature approximately between 2700K and 5000K, which is the optimal light 

condition during working hours. It is proved that dynamic lighting not only has a positive 

impact to human biorhythm, health and sleeping quality, but also significantly influences 

effectiveness and concentration at work and school. Rising with the sun and resting with the 

sun is the most reasonable and easiest way to health!

Early morning layer of light

High intensity rich bluish white 

layer of light resets our circadian 

clock for an easier start of the 

day and improves concentration. 

Normal illuminance, 6500K. 

Late morning / Daytime layer 

of light 

A high intensity cool bluish 

white layer of light stimulates 

serotonin production. It 

produces a sense of good 

mood and well-being. Serotonin 

is supposed to influence our 

mood and happiness. Cold 

white light energises, promotes 

concentration and thus helps 

bridge the phase of sleepiness 

after lunch. Higher illuminance, 

>5000K. 

Early evening layer of light

A low intensity warm colour 

temperatures make a gentle 

transition to leisure at the end 

of the working day, relaxes, 

signalling the onset of night.

Lower illuminance, 2700K .

Late evening layer of light 

A dim glow of warm colour layer 

of light in orange or red triggers 

the conversion of serotonin to 

melatonin. Melatonin is a strong 

anti-oxidant, which means it 

slows down the ageing process 

and it is thought to protect us 

against Alzheimer’s disease, 

cancer, obesity, heart diseases 

and diabetes etc.

For the quality of your lighting 
systems.

Well-being of your everyday life. 

Dynamic White 
Technology replicates 

the natural light and 
dark cycles inside 

homes and offices.

Follow the sun 

Think LED, think for your future.

Switch to LED lighting solution to achieve cost cuts, 

energy savings and improved light quality. 

Cost and Energy 
Efficiency

up to 66% energy 
savings compared to traditional 
lighting 

8.3x longer service 
lifetime compared to traditional 
lighting 

LED service life
up to 50,000h at 85% luminous 
flux 

LESS
maintenance costs

54
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ARUN LED recessed luminaire is an ACTIVE lighting solution producing 

biologically effective light. Due to Dynamic White Technology not only has a 

strong positive affect to human biorhythm, health and sleeping quality, but also 

significantly influences the effectiveness and concentration at work. It is a perfect 

solution especially for places with suspended ceilings.

ARUN LED

115
lm/W

100%

EULED DWT

OPTIONS

•	 dimmable DALI

•	 emergency lighting EM 1 hour or 3 hours

FEATURES

•	 LED colour temperature 2700K, 3000K, 

4000K, 5000K or dynamic white from 

2700K to 5000K

•	 uniform illumination with a soft light 

diffuser or glare-free light with a 

microprismatic optic

•	 excellent luminaire efficiency up to 

115lm/W

•	 LED service life 50,000h at 85% 

luminous flux 

•	 colour rendering index CRI Ra >84

MATERIALS

•	 sheet-steel housing, powder coated matt 

white RAL 9003

•	 soft light - opal PMMA diffuser with no 

visible LED hot spots and excellent light 

transmission

•	 superior optic - soft light controlled with 

microprismatic optic in PMMA

•	 SMD LED >160lm/W

•	 electronic LED converter

•	 sheet-steel trim white for optic protection

Light that supports performance 
and well-being

lighting solution

www.ledluks.com
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ARUN LED high efficient lighting technology brings benefits of significant energy savings and low 

maintenance costs across numerous applications.

With DALI-dimmable version further potential savings up to 70% are possible.

Arun Fast Payback

7
9

W

3
7

W

6
2

W

Arun LED

Fluorescent T5

Fluorescent T8 up to 66%
energy savings

4.2x longer
service lifetime
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Arun LED

T5

T8
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Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ARUN 600x600 High Efficiency

AR1XEY0001 ARUN 600x600 HE 44 5080 5,3

AR1XEY1001 ARUN 600x600 HE DALI 45 5080 5,3

AR1XEY3001 ARUN 600x600 HE EM 1h 46 5080 5,5

AR1XEY4001 ARUN 600x600 HE DALI EM 1h 47 5080 5,5

AR1XEY3002 ARUN 600x600 HE EM 3h 46 5080 5,6

AR1XEY4002 ARUN 600x600 HE DALI EM 3h 47 5080 5,6

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ARUN 625x625 High Efficiency

AR4XEY0001 ARUN 625x625 HE 44 5080 5,6

AR4XEY1001 ARUN 625x625 HE DALI 45 5080 5,6

AR4XEY3001 ARUN 625x625 HE EM 1h 46 5080 5,7

AR4XEY4001 ARUN 625x625 HE DALI EM 1h 47 5080 5,7

AR4XEY3002 ARUN 625x625 HE EM 3h 46 5080 5,8

AR4XEY4002 ARUN 625x625 HE DALI EM 3h 47 5080 5,8

ARUN 600x600 High Output

AR1XOY0001 ARUN 600x600 HO 54 6000 5,3

AR1XOY1001 ARUN 600x600 HO DALI 55 6000 5,3

AR1XOY3001 ARUN 600x600 HO EM 1h 56 6000 5,5

AR1XOY4001 ARUN 600x600 HO DALI EM 1h 57 6000 5,5

AR1XOY3002 ARUN 600x600 HO EM 3h 56 6000 5,6

AR1XOY4002 ARUN 600x600 HO DALI EM 3h 57 6000 5,6

ARUN 625x625 High Output

AR4XOY0001 ARUN 625x625 HO 54 6000 5,6

AR4XOY1001 ARUN 625x625 HO DALI 55 6000 5,6

AR4XOY3001 ARUN 625x625 HO EM 1h 56 6000 5,7

AR4XOY4001 ARUN 625x625 HO DALI EM 1h 57 6000 5,7

AR4XOY3002 ARUN 625x625 HO EM 3h 56 6000 5,8

AR4XOY4002 ARUN 625x625 HO DALI EM 3h 57 6000 5,8

LED color temperature Code Y

2700K warm white 2

3000K warm white 3

4000K natural white 4

5000K cool white 5

ARUN 600x600

ARUN 625x625

Optic Code X

DPR
Diamond prism 
(6000/5080lm)

D

OP Opal (5100/4300lm) O

DOP
Diamond prism + opal 
(5440/4650lm)

P

LED color temperature Code Y

2700K warm white 2

3000K warm white 3

4000K natural white 4

5000K cool white 5

Optic Code X

DPR
Diamond prism 
(6000/5080lm)

D

OP Opal (5100/4300lm) O

DOP
Diamond prism + opal 
(5440/4650lm)

P

LED color temperature Code Y

2700K warm white 2

3000K warm white 3

4000K natural white 4

5000K cool white 5

Optic Code X

DPR
Diamond prism 
(6000/5080lm)

D

OP Opal (5100/4300lm) O

DOP
Diamond prism + opal 
(5440/4650lm)

P
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Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ARUN 1200x300 High Efficiency

AR2XEY0001 ARUN 1200x300 HE 44 5080 5,3

AR2XEY1001 ARUN 1200x300 HE DALI 45 5080 5,3

AR2XEY3001 ARUN 1200x300 HE EM 1h 46 5080 5,5

AR2XEY4001 ARUN 1200x300 HE DALI EM 1h 47 5080 5,5

AR2XEY3002 ARUN 1200x300 HE EM 3h 46 5080 5,6

AR2XEY4002 ARUN 1200x300 HE DALI EM 3h 47 5080 5,6

ARUN 1200x300 High Output

AR2XOY0001 ARUN 1200x300 HO 54 6000 5,3

AR2XOY1001 ARUN 1200x300 HO DALI 55 6000 5,3

AR2XOY3001 ARUN 1200x300 HO EM 1h 56 6000 5,5

AR2XOY4001 ARUN 1200x300 HO DALI EM 1h 57 6000 5,5

AR2XOY3002 ARUN 1200x300 HO EM 3h 56 6000 5,6

AR2XOY4002 ARUN 1200x300 HO DALI EM 3h 57 6000 5,6

ARUN 1200x300

cd/klmARUN 600x600 HO
55W LED840 DPR

0

300

400

500

100

200

cd/klm

0

300

400

500

100

200

ARUN 600x600 HO
55W LED840 OP

cd/klm

0

300

400

500

100

200

ARUN 600x600 HO
55W LED840 DOP

DPR OP DOP

297

90

1200 x 300 [mm]

1197

ARUN 600x600 DYNAMIC WHITE

AR1POD1011 ARUN 600x600 HO DOP DALI DW 2700-5000K 45 4120 5,8

ARUN 625x625 DYNAMIC WHITE

AR4POD1011 ARUN 625x625 HO DOP DALI DW 2700-5000K 45 4120 5,8

ARUN 1200x300 DYNAMIC WHITE

AR2POD1011
ARUN 1200x300 HO DOP DALI DW
2700-5000K

45 4120 5,8
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597

90

600 [mm]

597

621

78

625 [mm]

621

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ARUN 600x600 High Efficiency

AR1CEY0001 ARUN C 600x600 HE 44 3720 5,3

AR1CEY1001 ARUN C 600x600 HE DALI 45 3720 5,3

AR1CEY3001 ARUN C 600x600 HE EM 1h 46 3720 5,5

AR1CEY4001 ARUN C 600x600 HE DALI EM 1h 47 3720 5,5

AR1CEY3002 ARUN C 600x600 HE EM 3h 46 3720 5,6

AR1CEY4002 ARUN C 600x600 HE DALI EM 3h 47 3720 5,6

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ARUN 625X625 High Efficiency

AR4CEY0001 ARUN C 625x625 HE 44 3720 5,6

AR4CEY1001 ARUN C 625x625 HE DALI 45 3720 5,6

AR4CEY3001 ARUN C 625x625 HE EM 1h 46 3720 5,7

AR4CEY4001 ARUN C 625x625 HE DALI EM 1h 47 3720 5,7

AR4CEY3002 ARUN C 625x625 HE EM 3h 46 3720 5,8

AR4CEY4002 ARUN C 625x625 HE DALI EM 3h 47 3720 5,8

ARUN 600X600 High Output

AR1COY0001 ARUN C 600x600 HO 54 4368 5,3

AR1COY1001 ARUN C 600x600 HO DALI 55 4368 5,3

AR1COY3001 ARUN C 600x600 HO EM 1h 56 4368 5,5

AR1COY4001 ARUN C 600x600 HO DALI EM 1h 57 4368 5,5

AR1COY3002 ARUN C 600x600 HO EM 3h 56 4368 5,6

AR1COY4002 ARUN C 600x600 HO DALI EM 3h 57 4368 5,6

ARUN 625X625 High Output

AR4COY0001 ARUN C 625x625 HO 54 4368 5,6

AR4COY1001 ARUN C 625x625 HO DALI 55 4368 5,6

AR4COY3001 ARUN C 625x625 HO EM 1h 56 4368 5,7

AR4COY4001 ARUN C 625x625 HO DALI EM 1h 57 4368 5,7

AR4COY3002 ARUN C 625x625 HO EM 3h 56 4368 5,8

AR4COY4002 ARUN C 625x625 HO DALI EM 3h 57 4368 5,8

ARUN 600x600 CIRCULAR

ARUN 625x625 CIRCULAR

cd/klm

0

300

400

500

100

200

ARUN 600x600 HO
55W LED840 DOP

DOP

ARUN LED
CIRCULAR

ARUN 600x600 DYNAMIC WHITE

AR1COD1011
ARUN C 600x600 HO DOP DALI
DW 2700-5000K

45 3620 5,8

ARUN 625x625 DYNAMIC WHITE

AR4COD1011
ARUN C 625x625 HO DOP DALI DW
2700-5000K

45 3620 5,8

LED color temperature Code Y

2700K warm white 2

3000K warm white 3

4000K natural white 4

5000K cool white 5

LED color temperature Code Y

2700K warm white 2

3000K warm white 3

4000K natural white 4

5000K cool white 5



ALVA LED represents a SMART combination of design and technology achieving 

the best possible light quality even when illuminating the most demanding lighting 

areas. Its slim design makes it an ideal solution for tight ceiling conditions and a 

perfect option to expose the place’s architecture. It can be the ultimate lighting 

solution for your offices.

ALVA LED

100
lm/W

100%

EULED

OPTIONS

•	 luminous flux: High efficient “HE” or High 

output “HO”

•	 SNSR: light and presence sensor unit 

with 6 predefined operating modes and 

tuning possibility

•	 dimmable DALI

•	 emergency lighting EM 1 hour or 3 hours

FEATURES

•	 LED service life 50,000 h at 85% 

luminous flux

•	 slim design with a height of only 42mm

•	 colour rendering index CRI Ra >84

•	 excellent luminary efficiency of up to   

100lm/W

•	 LED colour temperature 2700K, 3000K 

or 4000K

MATERIALS

•	 high quality sheet-steel recessed housing 

with rounded corners, powder coated 

matt  

white RAL 9003

•	 fine prismatic PMMA optic for perfect 

glare reduction and no “rainbow effect”

•	 opal PC diffuser with no visible LED hot 

spots and excellent light transmission

•	 FMD optics

•	 SMD LED >160lm/W

Premium lighting environment 
for sustainable offices

lighting solution14

Smooth transition of light Light and presence sensor On request Linect® plug systemFMD difuser

www.ledluks.com
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Alva LED

Fluorescent T5

Fluorescent T8

Replacement for traditional lighting technologies brings benefits of significant energy savings, lower 

maintenance costs and superior light quality across numerous applications.

Excellent Energy Efficiency

up to 56%
energy savings

4.2x longer
service lifetime
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Alva LED

T5

T8
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On request Wieland plug

Best Possible Light Quality

•	 Illuminates the most 

demanding lighting areas

•	 2700K, 3000K or 4000K LED 

colour temperatures 
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Thon Hotel Oslo airport’s new congress center - ALVA HE FPR 830

products / ALVA LED 17
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ALVA SNSR provides an intelligent 

standalone lighting control for single 

room lighting applications. It combines a 

movement detector (PIR), remote control 

receiver (IR) and photocell (CL). The manual 

mode selector allows the user to easily 

select one of the 6 outofbox application 

modes.

ALVA SNSR DALI outputs: DALI 1 (64 mA) + 

DALI 2 (32 mA)

1 - classroom

2 - single office

3 - open plan office

4 - corridor link

5 - corridor hold

6 - meeting room

ALVA LED

Intelligent Lighting Management

Mode selector

ALVA SNSR ALVA DALI ALVA DALI

ALVA DALI

DALI 1

DALI 1

ALVA DALI

1

2

3

4

5

6

After the rotation of mode wheel the red 

led will blink 1 to 6 times to indicate mode 

selected.

Operating regime in Mode 3 - “Open plan 

office”

Presence Detection : Enabled, Absence 

Checking : Enabled, Bright Out : Enabled, 

Occupancy

Timeout : 15 minutes, Transition : 60 

minutes @ 20% , Exit delay : 90 seconds

More information iDim at: www.helvar.com

Example: Open Plan Office

Remote control iDim 304

The iDim Remote allows to easily modify the 

preset light levels (Constant Light or Fixed 

Light) and recall/store scenes.

DALI 1 (CL)

D
A

LI
2 

(O
FF

SE
T)

DALI 2 (OFFSET)

DALI 1 (CL) DALI 1 (CL)

DALI 2 (OFFSET)

Type Order code

Remote control iDim 6998000003

www.ledluks.com
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Natural light sensor enables to automatically adjust light accordingly 

to natural illumination. CL Photocell detects level of natural light and 

controls ALVA SNSR DALI outputs. DALI 1 and DALI 2 operate upon 

the “Controller Scenes” as a combination of Constant Light (CL), 

Fixed Light (FL) and Offset. Example shows the default Offset of 

20%.
DALI 1
(CL)

DALI 2
(OFFSET)

DALI 1
(CL)

DALI 2
(OFFSET)

DALI 1
(CL)

DALI 2
(OFFSET)

Relative
Light
Level (%)

PIR “Presence Detection” enables to switch 

on and off lights accordingly to human 

presence.

More information iDim at: www.helvar.com

Standard Operating Mode

Relative
Light
Level (%)

Time

e.g 15 mins

e.g. 60 secs

Exit Entry
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597

597

[mm]

48

620

620

[mm]
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Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ALVA 600x600 High Efficiency

AL0X3Y0001 ALVA 300x600 HE 18 1800 4,1

AL0X3Y1001 ALVA 300x600 HE DALI 19 1800 4,1

AL0X3Y3001 ALVA 300x600 HE EM 1h 20 1800 4,2

AL0X3Y4001 ALVA 300x600 HE DALI EM 1h 21 1800 4,2

AL0X3Y3002 ALVA 300x600 HE EM 3h 20 1800 4,3

AL0X3Y4002 ALVA 300x600 HE DALI EM 3h 21 1800 4,3

AL0X3Y5001 ALVA 300x600 HE SNSR 20 1800 4,2

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ALVA 600x600 High Efficiency

AL1X3Y0001 ALVA 600x600 HE 37 3700 5,7

AL1X3Y1001 ALVA 600x600 HE DALI 38 3700 5,7

AL1X3Y3001 ALVA 600x600 HE EM 1h 39 3700 5,9

AL1X3Y4001 ALVA 600x600 HE DALI EM 1h 40 3700 5,9

AL1X3Y3002 ALVA 600x600 HE EM 3h 39 3700 6,0

AL1X3Y4002 ALVA 600x600 HE DALI EM 3h 40 3700 6,0

AL1X3Y5001 ALVA 600x600 HE SNSR 39 3700 5,8

ALVA 600x600 High Output

AL0X4Y0001 ALVA 300x600 HO 23 2150 4,1

AL0X4Y1001 ALVA 300x600 HO DALI 24 2150 4,1

AL0X4Y3001 ALVA 300x600 HO EM 1h 25 2150 4,2

AL0X4Y4001 ALVA 300x600 HO DALI EM 1h 26 2150 4,2

AL0X4Y3002 ALVA 300x600 HO EM 3h 25 2150 4,3

AL0X4Y4002 ALVA 300x600 HO DALI EM 3h 26 2150 4,3

AL0X4Y5001 ALVA 300x600 HO SNSR 25 2150 4,2

ALVA 600x600 High Output

AL1X4Y0001 ALVA 600x600 HO 46 4300 5,7

AL1X4Y1001 ALVA 600x600 HO DALI 47 4300 5,7

AL1X4Y3001 ALVA 600x600 HO EM 1h 48 4300 5,9

AL1X4Y4001 ALVA 600x600 HO DALI EM 1h 49 4300 5,9

AL1X4Y3002 ALVA 600x600 HO EM 3h 48 4300 6,0

AL1X4Y4002 ALVA 600x600 HO DALI EM 3h 49 4300 6,0

AL1X4Y5001 ALVA 600x600 HO SNSR 48 4300 5,8

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

ALVA 300x600

ALVA 600x600

Optic Code X

FPR Fine Prism F

OP Opal O

FMD Fine micro diffusion M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

Optic Code X

FPR Fine Prism F

OP Opal O

FMD Fine micro diffusion M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

Optic Code X

FPR Fine Prism F

OP Opal O

FMD Fine micro diffusion M

products / ALVA LED 23

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ALVA 625x625 High Efficiency

AL3X3Y0001 ALVA 625x625 HE 37 3700 5,9

AL3X3Y1001 ALVA 625x625 HE DALI 38 3700 5,9

AL3X3Y3001 ALVA 625x625 HE EM 1h 39 3700 6,1

AL3X3Y4001 ALVA 625x625 HE DALI EM 1h 40 3700 6,1

AL3X3Y3002 ALVA 625x625 HE EM 3h 39 3700 6,2

AL3X3Y4002 ALVA 625x625 HE DALI EM 3h 40 3700 6,2

AL3X3Y5001 ALVA 625x625 HE SNSR 39 3700 6

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ALVA 1200x300 High Efficiency

AL4X3Y0001 ALVA 1200x300 HE 37 3700 5,7

AL4X3Y1001 ALVA 1200x300 HE DALI 38 3700 5,7

AL4X3Y3001 ALVA 1200x300 HE EM 1h 39 3700 5,9

AL4X3Y4001 ALVA 1200x300 HE DALI EM 1h 40 3700 5,9

AL4X3Y3002 ALVA 1200x300 HE EM 3h 39 3700 6,0

AL4X3Y4002 ALVA 1200x300 HE DALI EM 3h 40 3700 6,0

AL4X3Y5001 ALVA 1200x300 HE SNSR 39 3700 5,8

ALVA 625x625 High Output

AL3X4Y0001 ALVA 625x625 HO 46 4300 5,9

AL3X4Y1001 ALVA 625x625 HO DALI 47 4300 5,9

AL3X4Y3001 ALVA 625x625 HO EM 1h 48 4300 6,1

AL3X4Y4001 ALVA 625x625 HO DALI EM 1h 49 4300 6,1

AL3X4Y3002 ALVA 625x625 HO EM 3h 48 4300 6,2

AL3X4Y4002 ALVA 625x625 HO DALI EM 3h 49 4300 6,2

AL3X4Y5001 ALVA 625x625 HO SNSR 48 4300 6

ALVA 1200x300 High Output

AL4X4Y0001 ALVA 1200x300 HO 46 4300 5,7

AL4X4Y1001 ALVA 1200x300 HO DALI 47 4300 5,7

AL4X4Y3001 ALVA 1200x300 HO EM 1h 48 4300 5,9

AL4X4Y4001 ALVA 1200x300 HO DALI EM 1h 49 4300 5,9

AL4X4Y3002 ALVA 1200x300 HO EM 3h 48 4300 6,0

AL4X4Y4002 ALVA 1200x300 HO DALI EM 3h 49 4300 6,0

AL4X4Y5001 ALVA 1200x300 HO SNSR 48 4300 5,8

LED color temperature Code X

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

ALVA 625x625

ALVA 1200x300

297

597

[mm]

48

297

1197

[mm]
48

www.ledluks.com
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597

53.1

10.5597

[mm]

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ALVA 600x600 High Efficiency

AL1X3Y0201 ALVA 600x600 HE 37 3700 8,0

AL1X3Y1201 ALVA 600x600 HE DALI 38 3700 8,0

AL1X3Y3201 ALVA 600x600 HE EM 1h 39 3700 8,2

AL1X3Y4201 ALVA 600x600 HE DALI EM 1h 40 3700 8,2

AL1X3Y3202 ALVA 600x600 HE EM 3h 39 3700 8,3

AL1X3Y4202 ALVA 600x600 HE DALI EM 3h 40 3700 8,3

AL1X3Y5201 ALVA 600x600 HE SNSR 39 3700 8,1

ALVA 600x600 High Output

AL1X4Y0201 ALVA 600x600 HO 46 4300 8,0

AL1X4Y1201 ALVA 600x600 HO DALI 47 4300 8,0

AL1X4Y3201 ALVA 600x600 HO EM 1h 48 4300 8,2

AL1X4Y4201 ALVA 600x600 HO DALI EM 1h 49 4300 8,2

AL1X4Y3202 ALVA 600x600 HO EM 3h 48 4300 8,3

AL1X4Y4202 ALVA 600x600 HO DALI EM 3h 49 4300 8,3

AL1X4Y5201 ALVA 600x600 HO SNSR 48 4300 8,1

ALVA semi-R 600x600

products / ALVA LED 25

4 [mm]

53.1

597

597

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

ALVA C 600x600 High Efficiency

AL1X3Y0101 ALVA 600x600 HE 37 3700 8,6

AL1X3Y1101 ALVA 600x600 HE DALI 38 3700 8,6

AL1X3Y3101 ALVA 600x600 HE EM 1h 39 3700 8,8

AL1X3Y4101 ALVA 600x600 HE DALI EM 1h 40 3700 8,8

AL1X3Y3102 ALVA 600x600 HE EM 3h 39 3700 8,9

AL1X3Y4102 ALVA 600x600 HE DALI EM 3h 40 3700 8,9

AL1X3Y5101 ALVA 600x600 HE SNSR 39 3700 8,7

ALVA C 600x600 High Output

AL1X4Y0101 ALVA 600x600 HO 46 4300 8,6

AL1X4Y1101 ALVA 600x600 HO DALI 47 4300 8,6

AL1X4Y3101 ALVA 600x600 HO EM 1h 48 4300 8,8

AL1X4Y4101 ALVA 600x600 HO DALI EM 1h 49 4300 8,8

AL1X4Y3102 ALVA 600x600 HO EM 3h 48 4300 8,9

AL1X4Y4102 ALVA 600x600 HO DALI EM 3h 49 4300 8,9

AL1X4Y5101 ALVA 600x600 HO SNSR 48 4300 8,7

ALVA C 600x600

ALVA 600x600 HO
46W LED 840 FPR

cd/klm

0

300

400

500

100

200

ALVA 600x600 HO
46W LED 840 OP

cd/klm

0

300

400

500

100

200

cd/klm

0

300

400

500

100

200

ALVA 600x600 HO
46W LED 840 FMD

FPR OP FMD

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

Optic Code X

FPR Fine Prism F

OP Opal O

FMD Fine micro diffusion M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

Optic Code X

FPR Fine Prism F

OP Opal O

FMD Fine micro diffusion M

www.ledluks.com



LIANE LED is a modern fitting for schools, offices, conference rooms and other 

spacious ambiences.

LIANE LED

110
lm/W

100%

EULED

OPTIONS

•	 emergency lighting EM 1 hour

•	 dimmable DALI

FEATURES

•	 adjustable LED color temperature 2700K, 

3000K, 4000K, 5000K

•	 excellent luminaire efficiency up to 

110lm/W

•	 LED service life 50,000h at 85% 

luminous flux

•	 color rendering index CRI Ra >84

MATERIALS

•	 sheet-steel housing, powder coated matt 

white RAL 9003

•	 superior optic: soft light controlled with 

micro prismatic optic in PMMA – DOP 

diffuser with no visible LED hot spots and 

excellent light transmission

•	 SMD LED >160lm/W

•	 electronic LED converter for a maximum 

energy efficiency

Slim design

Ceiling luminaire for schools and offices

lighting solution26
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Liane LED

Fluorescent T5

Fluorescent T8

Replacement for traditional lighting technologies brings benefits of significant energy savings, lower 

maintenance costs and superior light quality across numerous applications.

Excellent Energy Efficiency

up to 56%
energy savings

4.2x longer
service lifetime

1
2

.0
0

0
 h

5
0

.0
0

0
 h

1
8

.0
0

0
 h

Liane LED

T5

T8
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58
85

30

1157

1030

[mm]

165

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

Liane High Efficiency

LI1XEY0001 LIANE HE 37 3700 5 

LI1XEY1001 LIANE HE DALI 38 3700 5 

LI1XEY3001 LIANE HE EM 1h 39 3700 5,2

LI1XEY4001 LIANE HE DALI EM 1h 40 3700 5,2

LI1XEY3002 LIANE HE EM 3h 39 3700 5,3

LI1XEY4002 LIANE HE DALI EM 3h 40 3700 5,3

Liane High Output

LI1XOY0001 LIANE HO 46 4500 5

LI1XOY1001 LIANE HO DALI 47 4500 5

LI1XOY3001 LIANE HO EM 1h 48 4500 5,2

LI1XOY4001 LIANE HO DALI EM 1h 49 4500 5,2

LI1XOY3002 LIANE HO EM 3h 48 4500 5,3

LI1XOY4002 LIANE HO DALI EM 3h 49 4500 5,3

LIANE C

LED color temperature Code Y

2700 K warm white 2

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

Optic Code X

FPR Fine prism D

OP Opal O

DOP Diamond prism + opal P

cd/klmLIANE 1200 HO
46W LED840 FPR

0

300

400

500

100

200

cd/klm

0

300

400

500

100

200

LIANE 1200 HO
46W LED840 OP

cd/klm

0

300

400

500

100

200

LIANE 1200 HO
46W LED840 DOP

FPR OP DOP

www.ledluks.com
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Designed by Kai Piippo for Annell.

Manufactured and produced by Led Luks.

Nordic design.

Superior performance.

29

With a Nordic approach to design, balanced with 

functionality and aesthetics, the well renowned 

Swedish lighting designer Kai Piippo created Plain 

LED. Defined with elegant straight lines, it adds a 

tastefull expression to your office. The suspended 

direct/indirect LED luminaire produces a medium 

beam downlight and a wide beam uplight, which 

adds perfect light and ambience to your office 

environment. Lower UGR ensures excellent glare 

control.

Elegance of simplicity,

efficiency of LED 

technology.



Plain LED30

Features

direct/indirect LED luminaire

slim, suspended luminaire with elevated light opening

two lengths 1300mm and 1600mm 

structure lacquered matt white

•

•

•

•

Options

dynamic white 2700K to 5000K

indirect light 5000K and direct light 3000K – horizon 

simulation

indirect light: dynamic white 2700K to 5000K and direct 

light: 3000K  – horizon and ambient daylight simulation

noDIM, switch dim, DALI, DALI 2 channel (direct/indirect)

3000K, 4000K, 5000K, 2700K to 5000K Ra>80

on request: pull switch dim

•

•

•

•

•

•

31

Optics

medium beam downlight and wide beam up light

DOP – diamond prism + opal optic for the direct

light to obtain minimum glare

opal optic for indirect light

•

•

•

LED

100%

EU

DWT
based on



Plain LED32 33
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PLAIN DYNAMIC WHITE

PL10OD1001 PLAIN 1300 DOP DW 2700-5000K 27 1988 4,8

PL20OD1001 PLAIN 1600 DOP DW 2700-5000K 32 2465 5,9

PLAIN DYNAMIC WHITE

PL10OD1101 PLAIN 1300 D/I DOP DW 2700-5000K 50 1988 2612 4,8

Plain LED34

Plain LED System

Possibility to combine different modules to continuous

light-lines with start luminaire, middle luminaire and end 

luminaire.

35

LED color temperature Code X

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Order code Description
System 

power (W)

Direct light 
output 

(lm)

Indirect 
light

output (lm)

Weight 
(kg)

PLAIN DIRECT/INDIRECT High Efficiency

PL10EX0101 PLAIN D/I 1300 HE DOP 50 1988 2612 4,8

PL10EX1101 PLAIN D/I 1300 HE DOP DALI 51 1988 2612 4,8

PL10EX6101 PLAIN D/I 1300 HE DOP 2CH DALI 51 1988 2612 4,9

PL20EX0101 PLAIN D/I 1600 HE DOP 62 2465 3239 5,9

PL20EX1101 PLAIN D/I 1600 HE DOP DALI 63 2465 3239 5,9

PL20EX6101 PLAIN D/I 1600 HE DOP 2CH DALI 63 2465 3239 6,0

PLAIN DIRECT/INDIRECT High Output

PL10OX0101 PLAIN D/I 1300 HO DOP 70 2783 3657 4,8

PL10OX1101 PLAIN D/I 1300 HO DOP DALI 71 2783 3657 4,8

PL10OX6101 PLAIN D/I 1300 HO DOP 2CH DALI 71 2783 3657 4,9

PL20OX0101 PLAIN D/I 1600 HO DOP 87 3459 4545 5,9

PL20OX1101 PLAIN D/I 1600 HO DOP DALI 88 3459 4545 5,9

PL20OX6101 PLAIN D/I 1600 HO DOP 2CH DALI 88 3459 4545 6,0

PLAIN DIRECT/INDIRECT

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

PLAIN DIRECT High efficiency

PL10EX0001 PLAIN 1300 HE DOP 26 1988 4,8

PL10EX1001 PLAIN 1300 HE DOP DALI 27 1988 4,8

PL20EX0001 PLAIN 1600 HE DOP 31 2465 5,9

PL20EX1001 PLAIN 1600 HE DOP DALI 32 2465 5,9

PLAIN DIRECT High output

PL10OX0001 PLAIN 1300 HO DOP 36 2783 4,8

PL10OX1001 PLAIN 1300 HO DOP DALI 37 2783 4,8

PL20OX0001 PLAIN 1600 HO DOP 44 3459 5,9

PL20OX1001 PLAIN 1600 HO DOP DALI 45 3459 5,9

PLAIN

LED color temperature Code X

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

DOPDOP

cd/klm

0

150

200

250

100

PLAIN 1200 HE 25W
LED830 DOP

cd/klm

0

150

200

250

100

PLAIN D/I 1200 HE
50W LED840 DOP

[mm]L1

L2
90

90

[mm]L1

L2
90

90

L1 (mm) L2 (mm)

1335 1200

1615 1500

L1 (mm) L2 (mm)

1335 1200

1615 1500
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EOSLED

The luminaire that makes your office a place 

of comfort and gives a stylish touch to your 

interior. Emitting light both up to the ceiling 

and down to the workspace, it supplies 

homogenous glare-free light and maximum 

visual comfort. It is a perfect fixture for 

conference rooms, open offices, lobbies, and 

other applications where you want to make an 

impact.

Minimalism. Style.

High visual 

comfort.

  100%

EU

LED

lighting solution36 37



EOS LED

www.ledluks.com

Features

LED service life 50,000 h at 80% luminous flux (L80 B20)

color rendering index CRI Ra >80

excellent luminary efficiency up to 80 lm/W 

color temperature 2700K, 3000K, 4000K

•

•

•

•

Materials

high quality PMMA prismatic sheet for better light 

distribution (EOS Cloud version)

high quality aluminum housing

finished powder coated  white RAL 9016 fine textured or 

black RAL 9005 fine texture 

•

•

•

Options

dimmable DALI•

38 39



sky

cloud

floating light

Black or White
High Quality Aluminium

Housing

Characterized with a slim frame around a transparent panel, 

EOS Sky does not impose the architecture of the room, but 

adds elegance. 

Using high quality PMMA prismatic sheet, EOS 

Cloud delivers even better direct light distribution 

and significantly improves working environment 

conditions. 

When switched on, it creates a perception of pleasant 

homogenous light floating in the air. Lighting intensity

can be dimmed via DALI.

Powder coated

black RAL 9005

fine texture 

Powder coated

white RAL 9016

fine texture

Versions

EOS LED40 41

www.ledluks.com
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Slim design
With only 24mm slim frame, EOS LED 

adds style to your interior.

Optics

EOS Cloud

High quality PMMA 

prismatic sheet

EOS Sky

High quality transparent

panel

Order code Description
System 
power 

(W)

Direct 
light 

output 
(lm)

Indirect 
light

output 
(lm)

Weight 
(kg)

Color 
tempera-
ture (K)

EOS SKY

EO1SE200X1 EOS SKY 1200 LED827 50 1886 1779 4,6 2700

EO1SE210X1 EOS SKY 1200 LED827 DALI 51 1886 1779 4,6 2700

EO1SE300X1 EOS SKY 1200 LED830 50 1886 1779 4,6 3000

EO1SE310X1 EOS SKY 1200 LED830 DALI 51 1886 1779 4,6 3000

EO1SE400X1 EOS SKY 1200 LED840 50 1886 1779 4,6 4000

EO1SE410X1 EOS SKY 1200 LED840 DALI 51 1886 1779 4,6 4000

Order code Description
System 

power (W)

Direct light 
output 

(lm)

Weight 
(kg)

Color 
tempera-
ture (K)

EOS CLOUD Direct

EO1CE200X1 EOS CLOUD 1200 LED827 50 3828 4,8 2700

EO1CE210X1 EOS CLOUD 1200 LED827 DALI 51 3828 4,8 2700

EO1CE300X1 EOS CLOUD 1200 LED830 50 3828 4,8 3000

EO1CE310X1 EOS CLOUD 1200 LED830 DALI 51 3828 4,8 3000

EO1CE400X1 EOS CLOUD 1200 LED840 50 3828 4,8 4000

EO1CE410X1 EOS CLOUD 1200 LED840 DALI 51 3828 4,8 4000

EOS SKY

EOS CLOUD

Frame color Code X

Black RAL 9005 fine texture 0

White RAL 9016 fine textured 1

Frame color Code X

Black RAL 9005 fine texture 0

White RAL 9016 fine textured 1

24

1155

[mm]

315

600

24

1155

[mm]

315

600

cd/klmEOS 1200 CLOUD
DALI 50W LED840

0

300

400

500

100

200

cd/klm

0

200

250

50

150

EOS 1200 SKY D/I
50W LED840

EOS Cloud EOS Sky

EOS LED42 43
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Kyra LED impresses with its up to 3 meters long 

elegant housing, bringing you more quality light 

and cost-savings. 

KYRA
www.ledluks.com

47

LED
Infinite beam of light.
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Direct/indirect luminaire

Thanks to its sophisticated shapes, both versions optically upgrade 

the room without dominating it. Different features, like Dynamic White 

Technology and direct/indirect lighting, are possible, making your 

office a comfortable, stimulating and healthier working environment.

125 mm

7 mm

60 mm

Pendant or ceiling mounted luminaire

Slim design

Due to its length and low ugr, it delivers a homogenous and efficient 

distribution of light and enables less luminaires per room. Thus, it is 

most suitable for open-space offices, corridors, foyers, conference 

areas, classrooms and other spacious ambiences.

Features

LED service life 50,000 h at 85% luminous flux (L80 B20)

direct/indirect LED luminaire

color rendering index CRI Ra >80 (on request CRI Ra >90)

dynamic white from 2700K to 5000K

different lenghts

black, grey or white all-aluminium housing

•

•

•

•

•

•

Options

available in different dimensions: 1200, 1500, 2400 and 

3000mm

indirect light 5000K/4000K and direct light 3000K – 

horizon simulation

indirect light: dynamic white 2700K to 5000K and direct 

light: 3000K – horizon and ambient daylight simulation

noDIM, switch dim, DALI, DALI 2 channel (direct/indirect)

3000K, 4000K, 5000K, 2700K to 5000K

•

•

•

•

•

49

LED

100%

EU

DWT
based on

Materials

high quality PMMA opal diffuser for indirect light 

high quality PMMA DOP diffuser Diamond Prism + Opal 

diffuser for direct light for better light distribution 

high quality aluminum housing

powder coated finish in white RAL 9016, black RAL 9005  

or grey RAL 9006 fine texture

•

•

•

•



L60

125

[mm]

LED color temperature Code X

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Order code Description
System 

power (W)

Direct light 
output 

(lm)

Indirect 
light

output (lm)

Weight 
(kg)

KYRA PENDANT DIRECT/INDIRECT High Efficiency

KYI4EX000Z KYRA PID 1200 HE DOP 50 2631 1927 4,8

KYI4EX100Z KYRA PID 1200 HE DOP DALI 51 2631 1927 4,8

KYI4EX600Z KYRA PID 1200 HE DOP 2CH DALI 51 2631 1927 4,9

KYI4EX300Z KYRA PID 1200 HE DOP EM1h 52 2631 1927 4,8

KYI4EX400Z KYRA PID 1200 HE DOP EM1h DALI 53 2631 1927 4,8

KYI5EX000Z KYRA PID 1500 HE DOP 62 3288 2409 5,9

KYI5EX100Z KYRA PID 1500 HE DOP DALI 63 3288 2409 5,9

KYI5EX000Z KYRA PID 1500 HE DOP EM1h 64 3288 2409 5,9

KYI5EX100Z KYRA PID 1500 HE DOP EM1h DALI 65 3288 2409 5,9

KYI8EX000Z KYRA PID 2400 HE DOP 100 5262 3854 9,6

KYI8EX100Z KYRA PID 2400 HE DOP DALI 102 5262 3854 9,6

KYI8EX600Z KYRA PID 2400 HE DOP 2CH DALI 102 5262 3854 9,6

KYI8EX300Z KYRA PID 2400 HE DOP EM1h 104 5262 3854 9,6

KYI8EX400Z KYRA PID 2400 HE DOP EM1h DALI 105 5262 3854 9,7

KYIAEX000Z KYRA PID 3000 HE DOP 124 6576 4818 11,8

KYIAEX100Z KYRA PID 3000 HE DOP DALI 125 6576 4818 11,8

KYIAEX000Z KYRA PID 3000 HE DOP EM1h 126 6576 4818 12,6

KYIAEX100Z KYRA PID 3000 HE DOP EM1h DALI 127 6576 4818 12,6

KYRA PENDANT DIRECT/INDIRECT High Efficiency

KYI4OX000Z KYRA PID 1200 HO DOP 70 3642 2695 4,8

KYI4OX100Z KYRA PID 1200 HO DOP DALI 71 3642 2695 4,8

KYI4OX600Z KYRA PID 1200 HO DOP 2CH DALI 71 3642 2695 4,9

KYI4OX000Z KYRA PID 1200 HO DOP EM1h 72 3642 2695 4,8

KYI4OX100Z KYRA PID 1200 HO DOP EM1h DALI 73 3642 2695 4,8

KYI5OX000Z KYRA PID 1500 HO DOP 87 4522 3368 5,9

KYI5OX100Z KYRA PID 1500 HO DOP DALI 88 4522 3368 5,9

KYI5OX000Z KYRA PID 1500 HO DOP EM1h 89 4522 3368 5,9

KYI5OX100Z KYRA PID 1500 HO DOP EM1h DALI 90 4522 3368 5,9

KYI8OX000Z KYRA PID 2400 HO DOP 140 7284 5390 9,6

KYI8OX100Z KYRA PID 2400 HO DOP DALI 142 7284 5390 9,6

KYI8OX600Z KYRA PID 2400 HO DOP 2CH DALI 142 7284 5390 9,6

KYI8OX000Z KYRA PID 2400 HO DOP EM1h 144 7284 5390 9,6

KYI8OX100Z KYRA PID 2400 HO DOP EM1h DALI 145 7284 5390 9,7

KYIAOX000Z KYRA PID 3000 HO DOP 174 9044 6736 11,8

KYIAOX100Z KYRA PID 3000 HO DOP DALI 176 9044 6736 11,8

KYIAOX000Z KYRA PID 3000 HO DOP EM1h 178 9044 6736 12,6

KYIAOX100Z KYRA PID 3000 HO DOP EM1h DALI 180 9044 6736 12,6

KYRA PENDANT DIRECT/INDIRECT

lighting solution50

KYRA PENDANT D/I Dynamic White

KYI4OD1001
KYRA PID 1200 DOP DALI DW2700-
5000K

54 2750 1927 4,9

KYI8OD1001
KYRA PID 2400 DOP DALI DW2700-
5000K

108 5500 3854 9,8

Direct/indirect

cd/klm

0

150

200

100

KYRA 1200 HE DOP
LED840 50W
K0I4E40P01

www.ledluks.com

L (mm)

1217

1517

2417

3017

51

KYRA Housing Color Code Z

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3
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Characterized with slim design, sharp edges and

all-aluminium housing in black, grey or white variety,

it is an elegant and stylish solution for your ambience. 

All-aluminium 
housing

www.ledluks.com

L60

125

[mm]

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

KYRA PENDANT DIRECT High efficiency

KYP4EX000Z KYRA PD 1200 HE DOP 26 2631 4,8

KYP4EX100Z KYRA PD 1200 HE DOP DALI 27 2631 4,8

KYP4EX300Z KYRA PD 1200 HE DOP EM1h 28 2631 4,8

KYP4EX400Z KYRA PD 1200 HE DOP EM1hDALI 29 2631 4,8

KYP5EX000Z KYRA PD 1500 HE DOP 31 3288 5,9

KYP5EX100Z KYRA PD 1500 HE DOP DALI 32 3288 5,9

KYP5EX300Z KYRA PD 1500 HE DOP EM1h 33 3288 5,9

KYP5EX400Z KYRA PD 1500 HE DOP EM1h DALI 34 3288 5,9

KYP8EX000Z KYRA PD 2400 HE DOP 52 5262 9,6

KYP8EX100Z KYRA PD 2400 HE DOP DALI 54 5262 9,6

KYP8EX300Z KYRA PD 2400 HE DOP EM1h 55 5262 9,6

KYP8EX400Z KYRA PD 2400 HE DOP EM1h DALI 56 5262 9,6

KYPAEX000Z KYRA PD 3000 HE DOP 62 6576 11,8

KYPAEX100Z KYRA PD 3000 HE DOP DALI 64 6576 11,8

KYPAEX300Z KYRA PD 3000 HE DOP EM1h 65 6576 11,8

KYPAEX400Z KYRA PD 3000 HE DOP EM1h DALI 66 6576 11,8

KYRA PENDANT DIRECT High output

KYP4OX000Z KYRA PD 1200 HO DOP 36 3642 4,8

KYP4OX100Z KYRA PD 1200 HO DOP DALI 37 3642 4,8

KYP4OX300Z KYRA PD 1200 HO DOP EM1h 38 3642 4,8

KYP4OX400Z KYRA PD 1200 HO DOP EM1h DALI 39 3642 4,8

KYP5OX000Z KYRA PD 1500 HO DOP 44 4522 5,9

KYP5OX100Z KYRA PD 1500 HO DOP DALI 45 4522 5,9

KYP5OX300Z KYRA PD 1500 HO DOP EM1h 46 4522 5,9

KYP5OX400Z KYRA PD 1500 HO DOP EM1h DALI 47 4522 5,9

KYP8OX000Z KYRA PD 2400 HO DOP 72 7284 9,6

KYP8OX100Z KYRA PD 2400 HO DOP DALI 74 7284 9,6

KYP8OX300Z KYRA PD 2400 HO DOP EM1h 75 7284 9,6

KYP8OX400Z KYRA PD 2400 HO DOP EM1h DALI 76 7284 9,6

KYPAOX000Z KYRA PD 3000 HO DOP 88 9044 11,8

KYPAOX100Z KYRA PD 3000 HO DOP DALI 90 9044 11,8

KYPAOX300Z KYRA PD 3000 HO DOP EM1h 91 9044 12,6

KYPAOX400Z KYRA PD 3000 HO DOP EM1h DALI 92 9044 12,6

KYRA PENDANT Dynamic White

KYP4OD1001 KYRA PD 1200 DOP DALI DW2700-5000K 27 2750 4,8

KYP5OD1001 KYRA PD 1500 DOP DALI DW2700-5000K 32 3529 5,9

KYP8OD1001 KYRA PD 2400 DOP DALI DW2700-5000K 54 5500 9,6

KYPAOD1001 KYRA PD 3000 DOP DALI DW2700-5000K 64 7058 11,8

KYRA PENDANT DIRECT

LED color temperature Code X

2700 K warm white 2

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

Direct

cd/klm

0

150

200

100

KYRA 1200 HE DOP
LED840 26W 
K0C4E40P01

L (mm)

1217

1517

2417

3017

53

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

KYRA CEILING DIRECT High efficiency

KYC4EX000Z KYRA C 1200 HE DOP 26 2631 4,8

KYC4EX100Z KYRA C 1200 HE DOP DALI 27 2631 4,8

KYC4EX300Z KYRA C 1200 HE DOP EM1h 28 2631 4,8

KYC4EX400Z KYRA C 1200 HE DOP EM1h DALI 29 2631 4,8

KYC5EX000Z KYRA C 1500 HE DOP 31 3288 5,9

KYC5EX100Z KYRA C 1500 HE DOP DALI 32 3288 5,9

KYC5EX300Z KYRA C 1500 HE DOP EM1h 33 3288 5,9

KYC5EX400Z KYRA C 1500 HE DOP EM1h DALI 34 3288 5,9

KYC8EX000Z KYRA C 2400 HE DOP 52 5262 9,6

KYC8EX100Z KYRA C 2400 HE DOP DALI 54 5262 9,6

KYC8EX300Z KYRA C 2400 HE DOP EM1h 55 5262 9,6

KYC8EX400Z KYRA C 2400 HE DOP EM1h DALI 56 5262 9,6

KYCAEX000Z KYRA C 3000 HE DOP 62 6576 11,8

KYCAEX100Z KYRA C 3000 HE DOP DALI 64 6576 11,8

KYCAEX300Z KYRA C 3000 HE DOP EM1h 65 6576 11,8

KYCAEX400Z KYRA C 3000 HE DOP EM1h DALI 66 6576 11,8

KYRA CEILING DIRECT High output

KYC4OX000Z KYRA C 1200 HO DOP 36 3642 4,8

KYC4OX100Z KYRA C 1200 HO DOP DALI 37 3642 4,8

KYC4OX300Z KYRA C 1200 HO DOP EM1h 38 3642 4,8

KYC4OX400Z KYRA C 1200 HO DOP EM1h DALI 39 3642 4,8

KYC5OX000Z KYRA C 1500 HO DOP 44 4522 5,9

KYC5OX100Z KYRA C 1500 HO DOP DALI 45 4522 5,9

KYC5OX300Z KYRA C 1500 HO DOP EM1h 46 4522 6,3

KYC5OX400Z KYRA C 1500 HO DOP EM1h DALI 47 4522 6,3

KYC8OX000Z KYRA C 2400 HO DOP 72 7284 9,6

KYC8OX100Z KYRA C 2400 HO DOP DALI 74 7284 9,6

KYC8OX300Z KYRA C 2400 HO DOP EM1h 75 7284 9,6

KYC8OX400Z KYRA C 2400 HO DOP EM1h DALI 76 7284 9,6

KYCAOX000Z KYRA C 3000 HO DOP 88 9044 11,8

KYCAOX100Z KYRA C 3000 HO DOP DALI 90 9044 11,8

KYCAOX300Z KYRA C 3000 HO DOP EM1h 91 9044 12,6

KYCAOX400Z KYRA C 3000 HO DOP EM1h DALI 92 9044 12,6

KYRA CEILING Dynamic White

KYC4OD1001 KYRA 1200 DOP DALI DW2700-5000K 27 2750 4,8

KYC5OD1001 KYRA 1500 DOP DALI DW2700-5000K 32 3529 5,9

KYC8OD1001 KYRA 2400 DOP DALI DW2700-5000K 54 5500 9,6

KYCAOD1001 KYRA 3000 DOP DALI DW2700-5000K 64 7058 11,8

KYRA CEILING MOUNTED

LED color temperature Code X

2700 K warm white 2

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

L

[mm]

60

125 L (mm)

1217

1517

2417

3017

KYRA Housing Color Code Z

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

KYRA Housing Color Code Z

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3



ILO LED luminaire represents a SMART solution for a variety of applications that 

demand quality of the lighting system and high visual comfort. With its modular 

design, ILO LED can be used as an individual fixture or as a combination of 

modules put together in continuous lines creating entire lighting systems for 

architectural buildings. With its straight lines it can be whether an elegant solution 

for representative offices as well as an energy-efficient solution for shops, retail 

areas, corridors and other applications. Thanks to Dynamic White Technology 

it has a strong positive affect to human biorhythm, health, effectiveness and 

concentration at work.

recessed

ceiling

pendant

pendant direct/indirect

ILO LED FAMILY

85
lm/W

100%

EULED

FEATURES

•	 LED service life 50,000 h at 85% 

luminous flux 

•	 color rendering index CRI Ra >80 

•	 excellent luminary efficiency up to         

85 lm/W 

•	 color temperature 2700K, 3000K, 

4000K, 5000K 

•	 on request: dynamic white from 2700K 

to 5000K

•	 temperature range -5 to +30 °C 

•	  From 2000 to 3000 lm/m

Modular light-line system

lighting solution54

DWT
based on

www.ledluks.com

OPTIONS

•	 dimmable DALI

•	 emergency lighting EM1h

•	 through wiring

•	 two different lumens package: HE – high 

efficiency and HO – high output

•	 two different optics: OPAL and Micro 

Prismatic.

MATERIALS

•	 high quality aluminum profile

•	 diffuser: Micro Prismatic with excellent 

light transmission and homogeneous 

light distribution or high quality Opal PC

•	 powder coated finish in white RAL 9016, 

black RAL 9005 or grey RAL 9006 fine 

texture

•	 included mounting kits

Elegant Design

With its stylish and slim design, ILO LED perfectly fits as 

an individual mounting or combined in continuous lines.

products / ILO LED 55

Flexible

•	 Modules can be easily combined in continuous lines, corner or other special 

positions enabling a perfect light adaptation to any specific applications.

•	 Easy change of light set ups when needed.
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Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Recessed High Efficiency

I0R3EY0Z0Q ILO R 900 HE 845 18 1586 1,5

I0R4EY0Z0Q ILO R 1200 HE 1125 25 2114 3

I0R5EY0Z0Q ILO R 1500 HE 1405 32 2720 3,7

I0R6EY0Z0Q ILO R 1800 HE 1685 39 3315 4,5

I0R8EY0Z0Q ILO R 2400 HE 2245 52 4228 6

I0R3EY1Z0Q ILO R 900 HE DALI 845 19 1586 1,5

I0R4EY1Z0Q ILO R 1200 HE DALI 1125 26 2114 3

I0R5EY1Z0Q ILO R 1500 HE DALI 1405 33 2720 3,7

I0R6EY1Z0Q ILO R 1800 HE DALI 1685 40 3315 4,5

I0R8EY1Z0Q ILO R 2400 HE DALI 2245 53 4228 6

ILO Recessed High Output

I0R3OY0Z0Q ILO R 900 HO 845 27 2016 1,5

I0R4OY0Z0Q ILO R 1200 HO 1125 37 2960 3

I0R5OY0Z0Q ILO R 1500 HO 1405 46 3680 3,7

I0R6OY0Z0Q ILO R 1800 HO 1685 55 4400 4,5

I0R8OY0Z0Q ILO R 2400 HO 2245 74 5920 6

I0R3OY1Z0Q ILO R 900 HO DALI 845 28 2016 1,5

I0R4OY1Z0Q ILO R 1200 HO DALI 1125 38 2960 3

I0R5OY1Z0Q ILO R 1500 HO DALI 1405 47 3680 3,7

I0R6OY1Z0Q ILO R 1800 HO DALI 1685 56 4400 4,5

I0R8OY1Z0Q ILO R 2400 HO DALI 2245 75 5920 6

Modules LCO (mm)

3 845

4 1125

5 1405

6 1685

8 2245

ILO RECESSED

[mm]

62

L

48

61 90

White

Black

Grey

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Mounting brackets for easy 

installation included

Easy installation

www.ledluks.com
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Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

[mm]

48

90

62 66

7...27

62

94

Lco x 53 x 90

50

75

50

62

50



Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Recessed High Efficiency START Modules 

I1R3EY0Z0Q ILO R START 900 HE 843 18 1586 1,5

I1R4EY0Z0Q ILO R START 1200 HE 1123 25 2114 3

I1R5EY0Z0Q ILO R START 1500 HE 1403 32 2720 3,7

I1R6EY0Z0Q ILO R START 1800 HE 1683 39 3315 4,5

I1R8EY0Z0Q ILO R START 2400 HE 2243 52 4228 6

I1R3EY1Z0Q ILO R START 900 HE DALI 843 19 1586 1,5

I1R4EY1Z0Q ILO R START 1200 HE DALI 1123 26 2114 3

I1R5EY1Z0Q ILO R START 1500 HE DALI 1403 33 2720 3,7

I1R6EY1Z0Q ILO R START 1800 HE DALI 1683 40 3315 4,5

I1R8EY1Z0Q ILO R START 2400 HE DALI 2243 53 4228 6

ILO Recessed High Output START Modules

I1R3OY0Z0Q ILO R START 900 HO 843 27 2016 1,5

I1R4OY0Z0Q ILO R START 1200 HO 1123 37 2960 3

I1R5OY0Z0Q ILO R START 1500 HO 1403 46 3680 3,7

I1R6OY0Z0Q ILO R START 1800 HO 1683 55 4400 4,5

I1R8OY0Z0Q ILO R START 2400 HO 2243 74 5920 6

I1R3OY1Z0Q ILO R START 900 HO DALI 843 28 2016 1,5

I1R4OY1Z0Q ILO R START 1200 HO DALI 1123 38 2960 3

I1R5OY1Z0Q ILO R START 1500 HO DALI 1403 47 3680 3,7

I1R6OY1Z0Q ILO R START 1800 HO DALI 1683 56 4400 4,5

I1R8OY1Z0Q ILO R START 2400 HO DALI 2243 75 5920 6

Modules LCO (mm)

3 845

4 1125

5 1405

6 1685

8 2245

ILO RECESSED Light-Line Systems

L

lighting solution58

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Recessed High Efficiency CENTRAL Modules

I2R3EY0Z0Q ILO R CENTRAL 900 HE 841 18 1586 1,5

I2R4EY0Z0Q ILO R CENTRAL 1200 HE 1121 25 2114 3

I2R5EY0Z0Q ILO R CENTRAL 1500 HE 1401 32 2720 3,7

I2R6EY0Z0Q ILO R CENTRAL 1800 HE 1681 39 3315 4,5

I2R8EY0Z0Q ILO R CENTRAL 2400 HE 2241 52 4228 6

I2R3EY1Z0Q ILO R CENTRAL 900 HE DALI 841 19 1586 1,5

I2R4EY1Z0Q ILO R CENTRAL 1200 HE DALI 1121 26 2114 3

I2R5EY1Z0Q ILO R CENTRAL 1500 HE DALI 1401 33 2720 3,7

I2R6EY1Z0Q ILO R CENTRAL 1800 HE DALI 1681 40 3315 4,5

I2R8EY1Z0Q ILO R CENTRAL 2400 HE DALI 2241 53 4228 6

ILO Recessed High Output CENTRAL Modules

I2R3OY0Z0Q ILO R CENTRAL 900 HO 841 27 2016 1,5

I2R4OY0Z0Q ILO R CENTRAL 1200 HO 1121 37 2960 3

I2R5OY0Z0Q ILO R CENTRAL 1500 HO 1401 46 3680 3,7

I2R6OY0Z0Q ILO R CENTRAL 1800 HO 1681 55 4400 4,5

I2R8OY0Z0Q ILO R CENTRAL 2400 HO 2241 74 5920 6

I2R3OY1Z0Q ILO R CENTRAL 900 HO DALI 841 28 2016 1,5

I2R4OY1Z0Q ILO R CENTRAL 1200 HO DALI 1121 38 2960 3

I2R5OY1Z0Q ILO R CENTRAL 1500 HO DALI 1401 47 3680 3,7

I2R6OY1Z0Q ILO R CENTRAL 1800 HO DALI 1681 56 4400 4,5

I2R8OY1Z0Q ILO R CENTRAL 2400 HO DALI 2241 75 5920 6

Modules LCO (mm)

3 845

4 1125

5 1405

6 1685

8 2245

L

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M
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Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Recessed High Efficiency END Modules

I3R3EY0Z0Q ILO R END 900 HE 843 18 1586 1,5

I3R4EY0Z0Q ILO R END 1200 HE 1123 25 2114 3

I3R5EY0Z0Q ILO R END 1500 HE 1403 32 2720 3,7

I3R6EY0Z0Q ILO R END 1800 HE 1683 39 3315 4,5

I3R8EY0Z0Q ILO R END 2400 HE 2243 52 4228 6

I3R3EY1Z0Q ILO R END 900 HE DALI 843 19 1586 1,5

I3R4EY1Z0Q ILO R END 1200 HE DALI 1123 26 2114 3

I3R5EY1Z0Q ILO R END 1500 HE DALI 1403 33 2720 3,7

I3R6EY1Z0Q ILO R END 1800 HE DALI 1683 40 3315 4,5

I3R8EY1Z0Q ILO R END 2400 HE DALI 2243 53 4228 6

ILO Recessed High Output END Modules

I3R3OY0Z0Q ILO R END 900 HO 843 27 2016 1,5

I3R4OY0Z0Q ILO R END 1200 HO 1123 37 2960 3

I3R5OY0Z0Q ILO R END 1500 HO 1403 46 3680 3,7

I3R6OY0Z0Q ILO R END 1800 HO 1683 55 4400 4,5

I3R8OY0Z0Q ILO R END 2400 HO 2243 74 5920 6

I3R3OY1Z0Q ILO R END 900 HO DALI 843 28 2016 1,5

I3R4OY1Z0Q ILO R END 1200 HO DALI 1123 38 2960 3

I3R5OY1Z0Q ILO R END 1500 HO DALI 1403 47 3680 3,7

I3R6OY1Z0Q ILO R END 1800 HO DALI 1683 56 4400 4,5

I3R8OY1Z0Q ILO R END 2400 HO DALI 2243 75 5920 6

Modules LCO (mm)

3 845

4 1125

5 1405

6 1685

8 2245

L

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3
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MPR OP

cd/klmILO R 1200 HE 25W
LED 840 MPR

0

300

400

500

100

200

cd/klm

0

300

400

500

100

200

ILO R 1200 HO 37W
LED 840 OP

Order code Description
LCO1/

LCO2 (mm)
System 

power (W)
Light

output (lm)
Weight 

(kg)

ILO Recessed Right START 90° HORIZONTAL Corner

I1RREY0Z0Q ILO R90R 600x600 HE 594/592 25 2114 3,5

I1RREY1Z0Q ILO R90R 600x600 HE DALI 594/592 26 2114 3,5

I1RROY0Z0Q ILO R90R 600x600 HO 594/592 37 2960 3,5

I1RROY1Z0Q ILO R90R 600x600 HO DALI 594/592 38 2960 3,5

Order code Description
LCO1/

LCO2 (mm)
System 

power (W)
Light

output (lm)
Weight 

(kg)

ILO Recessed START 90° VERTICAL Corner

I1RVEY0Z0Q ILO R90V 600x600 HE 548/546 25 2114 3,5

I1RVEY1Z0Q ILO R90V 600x600 HE DALI 548/546 26 2114 3,5

I1RVOY0Z0Q ILO R90V 600x600 HO 548/546 37 2960 3,5

I1RVOY1Z0Q ILO R90V 600x600 HO DALI 548/546 38 2960 3,5

ILO Recessed Right CENTRAL 90° HORIZONTAL Corner

I2RREY0Z0Q ILO R90R 600x600 HE 592/592 25 2114 3,5

I2RREY1Z0Q ILO R90R 600x600 HE DALI 592/592 26 2114 3,5

I2RROY0Z0Q ILO R90R 600x600 HO 592/592 37 2960 3,5

I2RROY1Z0Q ILO R90R 600x600 HO DALI 592/592 38 2960 3,5

ILO Recessed CENTRAL 90° VERTICAL Corner

I2RVEY0Z0Q ILO R90V 600x600 HE 546/546 25 2114 3,5

I2RVEY1Z0Q ILO R90V 600x600 HE DALI 546/546 26 2114 3,5

I2RVOY0Z0Q ILO R90V 600x600 HO 546/546 37 2960 3,5

I2RVOY1Z0Q ILO R90V 600x600 HO DALI 546/546 38 2960 3,5

ILO Recessed Right END 90° HORIZONTAL Corner

I3RREY0Z0Q ILO R90R 600x600 HE 592/594 25 2114 3,5

I3RREY1Z0Q ILO R90R 600x600 HE DALI 592/594 26 2114 3,5

I3RROY0Z0Q ILO R90R 600x600 HO 592/594 37 2960 3,5

I3RROY1Z0Q ILO R90R 600x600 HO DALI 592/594 38 2960 3,5

ILO Recessed END 90° VERTICAL Corner

I3RVEY0Z0Q ILO R90V 600x600 HE 546/548 25 2114 3,5

I3RVEY1Z0Q ILO R90V 600x600 HE DALI 546/548 26 2114 3,5

I3RVOY0Z0Q ILO R90V 600x600 HO 546/548 37 2960 3,5

I3RVOY1Z0Q ILO R90V 600x600 HO DALI 546/548 38 2960 3,5

ILO RECESSED Right Corner Modules
ILO RECESSED Vertical

Corner Modules

ILO RECESSED Left Corner Modules
Order code Description

LCO1/
LCO2 (mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Recessed Left START 90° HORIZONTAL Corner

I1RLEY0Z0Q ILO R90L 600x600 HE 594/592 25 2114 3,5

I1RLEY1Z0Q ILO R90L 600x600 HE DALI 594/592 26 2114 3,5

I1RLOY0Z0Q ILO R90L 600x600 HO 594/592 37 2960 3,5

I1RLOY1Z0Q ILO R90L 600x600 HO DALI 594/592 38 2960 3,5

ILO Recessed Left CENTRAL 90° HORIZONTAL Corner

I2RLEY0Z0Q ILO R90L 600x600 HE 592/592 25 2114 3,5

I2RLEY1Z0Q ILO R90L 600x600 HE DALI 592/592 26 2114 3,5

I2RLOY0Z0Q ILO R90L 600x600 HO 592/592 37 2960 3,5

I2RLOY1Z0Q ILO R90L 600x600 HO DALI 592/592 38 2960 3,5

ILO Recessed Left END 90° HORIZONTAL Corner

I3RLEY0Z0Q ILO R90L 600x600 HE 592/594 25 2114 3,5

I3RLEY1Z0Q ILO R90L 600x600 HE DALI 592/594 26 2114 3,5

I3RLOY0Z0Q ILO R90L 600x600 HO 592/594 37 2960 3,5

I3RLOY1Z0Q ILO R90L 600x600 HO DALI 592/594 38 2960 3,5

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

LCO1

[mm]

LCO2

LCO1

[mm]

LCO2

LCO1

[mm]

LCO2

www.ledluks.com
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Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3



L
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Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Ceiling mounted High Efficiency

I0C3EY0Z0Q ILO C 900 HE 845 18 1586 2,1

I0C4EY0Z0Q ILO C 1200 HE 1265 28 2380 3

I0C5EY0Z0Q ILO C 1500 HE 1545 34 2890 3,7

I0C6EY0Z0Q ILO C 1800 HE 1685 39 3315 4,5

I0C8EY0Z0Q ILO C 2400 HE 2245 52 4228 6

I0C3EY1Z0Q ILO C 900 HE DALI 845 19 1586 2,1

I0C4EY1Z0Q ILO C 1200 HE DALI 1265 29 2380 3

I0C5EY1Z0Q ILO C 1500 HE DALI 1545 35 2890 3,7

I0C6EY1Z0Q ILO C 1800 HE DALI 1685 40 3315 4,5

I0C8EY1Z0Q ILO C 2400 HE DALI 2245 53 4228 6

ILO Ceiling mounted High Output

I0C3OY0Z0Q ILO C 900 HO 845 27 2016 2,1

I0C4OY0Z0Q ILO C 1200 HO 1265 38 3040 3

I0C5OY0Z0Q ILO C 1500 HO 1545 47 3760 3,7

I0C6OY0Z0Q ILO C 1800 HO 1685 55 4400 4,5

I0C8OY0Z0Q ILO C 2400 HO 2245 74 5920 6

I0C3OY1Z0Q ILO C 900 HO DALI 845 28 2016 2,1

I0C4OY1Z0Q ILO C 1200 HO DALI 1265 39 3040 3

I0C5OY1Z0Q ILO C 1500 HO DALI 1545 48 3760 3,7

I0C6OY1Z0Q ILO C 1800 HO DALI 1685 56 4400 4,5

I0C8OY1Z0Q ILO C 2400 HO DALI 2245 75 5920 6

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

ILO CEILING Mounted

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Ceiling mounted High Efficiency START Modules 

I1C3EY0Z0Q ILO C START 900 HE 843 18 1586 2,1

I1C4EY0Z0Q ILO C START 1200 HE 1263 28 2380 3

I1C5EY0Z0Q ILO C START 1500 HE 1543 34 2890 3,7

I1C6EY0Z0Q ILO C START 1800 HE 1683 39 3315 4,5

I1C8EY0Z0Q ILO C START 2400 HE 2243 52 4228 6

I1C3EY1Z0Q ILO C START 900 HE DALI 843 19 1586 2,1

I1C4EY1Z0Q ILO C START 1200 HE DALI 1263 29 2380 3

I1C5EY1Z0Q ILO C START 1500 HE DALI 1543 35 2890 3,7

I1C6EY1Z0Q ILO C START 1800 HE DALI 1683 40 3315 4,5

I1C8EY1Z0Q ILO C START 2400 HE DALI 2243 53 4228 6

ILO Ceiling mounted High Output START Modules

I1C3OY0Z0Q ILO C START 900 HO 843 27 2016 2,1

I1C4OY0Z0Q ILO C START 1200 HO 1263 38 3040 3

I1C5OY0Z0Q ILO C START 1500 HO 1543 47 3760 3,7

I1C6OY0Z0Q ILO C START 1800 HO 1683 55 4400 4,5

I1C8OY0Z0Q ILO C START 2400 HO 2243 74 5920 6

I1C3OY1Z0Q ILO C START 900 HO DALI 843 28 2016 2,1

I1C4OY1Z0Q ILO C START 1200 HO DALI 1263 39 3040 3

I1C5OY1Z0Q ILO C START 1500 HO DALI 1543 48 3760 3,7

I1C6OY1Z0Q ILO C START 1800 HO DALI 1683 56 4400 4,5

I1C8OY1Z0Q ILO C START 2400 HO DALI 2243 75 5920 6

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

ILO CEILING Mounted Light-Line Systems

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

www.ledluks.com

[mm]

50

L

62

L
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Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Ceiling mounted High Efficiency CENTRAL Modules 

I2C3EY0Z0Q ILO C CENTRAL 900 HE 841 18 1586 2,1

I2C4EY0Z0Q ILO C CENTRAL 1200 HE 1261 28 2380 3

I2C5EY0Z0Q ILO C CENTRAL 1500 HE 1541 34 2890 3,7

I2C6EY0Z0Q ILO C CENTRAL 1800 HE 1681 39 3315 4,5

I2C8EY0Z0Q ILO C CENTRAL 2400 HE 2241 52 4228 6

I2C3EY1Z0Q ILO C CENTRAL 900 HE DALI 841 19 1586 2,1

I2C4EY1Z0Q ILO C CENTRAL 1200 HE DALI 1261 29 2380 3

I2C5EY1Z0Q ILO C CENTRAL 1500 HE DALI 1541 35 2890 3,7

I2C6EY1Z0Q ILO C CENTRAL 1800 HE DALI 1681 40 3315 4,5

I2C8EY1Z0Q ILO C CENTRAL 2400 HE DALI 2241 53 4228 6

ILO Ceiling mounted High Output CENTRAL Modules

I2C3OY0Z0Q ILO C CENTRAL 900 HO 841 27 2016 2,1

I2C4OY0Z0Q ILO C CENTRAL 1200 HO 1261 38 3040 3

I2C5OY0Z0Q ILO C CENTRAL 1500 HO 1541 47 3760 3,7

I2C6OY0Z0Q ILO C CENTRAL 1800 HO 1681 55 4400 4,5

I2C8OY0Z0Q ILO C CENTRAL 2400 HO 2241 74 5920 6

I2C3OY1Z0Q ILO C CENTRAL 900 HO DALI 841 28 2016 2,1

I2C4OY1Z0Q ILO C CENTRAL 1200 HO DALI 1261 39 3040 3

I2C5OY1Z0Q ILO C CENTRAL 1500 HO DALI 1541 48 3760 3,7

I2C6OY1Z0Q ILO C CENTRAL 1800 HO DALI 1681 56 4400 4,5

I2C8OY1Z0Q ILO C CENTRAL 2400 HO DALI 2241 75 5920 6

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Ceiling mounted High Efficiency END Modules

I3C3EY0Z0Q ILO C END 900 HE 843 18 1586 2,1

I3C4EY0Z0Q ILO C END 1200 HE 1263 28 2380 3

I3C5EY0Z0Q ILO C END 1500 HE 1543 34 2890 3,7

I3C6EY0Z0Q ILO C END 1800 HE 1683 39 3315 4,5

I3C8EY0Z0Q ILO C END 2400 HE 2243 52 4228 6

I3C3EY1Z0Q ILO C END 900 HE DALI 843 19 1586 2,1

I3C4EY1Z0Q ILO C END 1200 HE DALI 1263 29 2380 3

I3C5EY1Z0Q ILO C END 1500 HE DALI 1543 35 2890 3,7

I3C6EY1Z0Q ILO C END 1800 HE DALI 1683 40 3315 4,5

I3C8EY1Z0Q ILO C END 2400 HE DALI 2243 53 4228 6

ILO Ceiling mounted High Output END Modules

I3C3OY0Z0Q ILO C END 900 HO 843 27 2016 2,1

I3C4OY0Z0Q ILO C END 1200 HO 1263 38 3040 3

I3C5OY0Z0Q ILO C END 1500 HO 1543 47 3760 3,7

I3C6OY0Z0Q ILO C END 1800 HO 1683 55 4400 4,5

I3C8OY0Z0Q ILO C END 2400 HO 2243 74 5920 6

I3C3OY1Z0Q ILO C END 900 HO DALI 843 28 2016 2,1

I3C4OY1Z0Q ILO C END 1200 HO DALI 1263 39 3040 3

I3C5OY1Z0Q ILO C END 1500 HO DALI 1543 48 3760 3,7

I3C6OY1Z0Q ILO C END 1800 HO DALI 1683 56 4400 4,5

I3C8OY1Z0Q ILO C END 2400 HO DALI 2243 75 5920 6

L

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3
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Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Ceiling mounted Right START 90° HORIZONTAL Corner

I1CREY0Z0Q ILO C90R 600x600 HE 601/599 25 2114 3,5

I1CREY1Z0Q ILO C90R 600x600 HE DALI 601/599 26 2114 3,5

I1CROY0Z0Q ILO C90R 600x600 HO 601/599 37 2960 3,5

I1CROY1Z0Q ILO C90R 600x600 HO DALI 601/599 38 2960 3,5

ILO Ceiling mounted Right CENTRAL 90° HORIZONTAL Corner

I2CREY0Z0Q ILO C90R 600x600 HE 599/599 25 2114 3,5

I2CREY1Z0Q ILO C90R 600x600 HE DALI 599/599 26 2114 3,5

I2CROY0Z0Q ILO C90R 600x600 HO 599/599 37 2960 3,5

I2CROY1Z0Q ILO C90R 600x600 HO DALI 599/599 38 2960 3,5

ILO Ceiling mounted Right END 90° HORIZONTAL Corner

I3CREY0Z0Q ILO C90R 600x600 HE 599/601 25 2114 3,5

I3CREY1Z0Q ILO C90R 600x600 HE DALI 599/601 26 2114 3,5

I3CROY0Z0Q ILO C90R 600x600 HO 599/601 37 2960 3,5

I3CROY1Z0Q ILO C90R 600x600 HO DALI 599/601 38 2960 3,5

ILO CEILING Mounted
Right Corner Modules

ILO CEILING Mounted
Left Corner Modules

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Ceiling mounted Left START 90° HORIZONTAL Corner

I1CLEY0Z0Q ILO C90L 600x600 HE 601/599 25 2114 3,5

I1CLEY1Z0Q ILO C90L 600x600 HE DALI 601/599 26 2114 3,5

I1CLOY0Z0Q ILO C90L 600x600 HO 601/599 37 2960 3,5

I1CLOY1Z0Q ILO C90L 600x600 HO DALI 601/599 38 2960 3,5

ILO Ceiling mounted Left CENTRAL 90° HORIZONTAL Corner

I2CLEY0Z0Q ILO C90L 600x600 HE 599/599 25 2114 3,5

I2CLEY1Z0Q ILO C90L 600x600 HE DALI 599/599 26 2114 3,5

I2CLOY0Z0Q ILO C90L 600x600 HO 599/599 37 2960 3,5

I2CLOY1Z0Q ILO C90L 600x600 HO DALI 599/599 38 2960 3,5

ILO Ceiling mounted Left END 90° HORIZONTAL Corner

I3CLEY0Z0Q ILO C90L 600x600 HE 599/601 25 2114 3,5

I3CLEY1Z0Q ILO C90L 600x600 HE DALI 599/601 26 2114 3,5

I3CLOY0Z0Q ILO C90L 600x600 HO 599/601 37 2960 3,5

I3CLOY1Z0Q ILO C90L 600x600 HO DALI 599/601 38 2960 3,5

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

L1

[mm]

L2

L1

[mm]

L2

[mm]

50

L
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ILO PENDANT
Order code Description

Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant High Efficiency

I0P3EY0Z0Q ILO P 900 HE 574 13,5 1057 1,5

I0P4EY0Z0Q ILO P 1200 HE 1279 28 2380 3

I0P5EY0Z0Q ILO P 1500 HE 1560 34 2890 3,7

I0P6EY0Z0Q ILO P 1800 HE 1706 39 3315 4,5

I0P8EY0Z0Q ILO P 2400 HE 2268 52 4228 6

I0P3EY1Z0Q ILO P 900 HE DALI 574 14,5 1057 1,5

I0P4EY1Z0Q ILO P 1200 HE DALI 1279 29 2380 3

I0P5EY1Z0Q ILO P 1500 HE DALI 1560 35 2890 3,7

I0P6EY1Z0Q ILO P 1800 HE DALI 1706 40 3315 4,5

I0P8EY1Z0Q ILO P 2400 HE DALI 2268 53 4228 6

ILO Pendant High Output

I0P3OY0Z0Q ILO P 900 HO 574 18,5 1480 1,5

I0P4OY0Z0Q ILO P 1200 HO 1279 38 3040 3

I0P5OY0Z0Q ILO P 1500 HO 1560 47 3760 3,7

I0P6OY0Z0Q ILO P 1800 HO 1706 55 4400 4,5

I0P8OY0Z0Q ILO P 2400 HO 2268 74 5920 6

I0P3OY1Z0Q ILO P 900 HO DALI 574 19,5 1480 1,5

I0P4OY1Z0Q ILO P 1200 HO DALI 1279 39 3040 3

I0P5OY1Z0Q ILO P 1500 HO DALI 1560 48 3760 3,7

I0P6OY1Z0Q ILO P 1800 HO DALI 1706 56 4400 4,5

I0P8OY1Z0Q ILO P 2400 HO DALI 2268 75 5920 6

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

[mm]

48

90

62 66

7...27

62

94

Lco x 53 x 90

50

75

50

62

50

[mm]

48

90

62 66

7...27

62

94

Lco x 53 x 90

50

75

50

62

50
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Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant High Efficiency CENTRAL Modules 

I2P3EY0Z0Q ILO P CENTRAL 900 HE 841 18 1586 2,1

I2P4EY0Z0Q ILO P CENTRAL 1200 HE 1261 28 2380 3

I2P5EY0Z0Q ILO P CENTRAL 1500 HE 1541 34 2890 3,7

I2P6EY0Z0Q ILO P CENTRAL 1800 HE 1681 39 3315 4,5

I2P8EY0Z0Q ILO P CENTRAL 2400 HE 2241 52 4228 6

I2P3EY1Z0Q ILO P CENTRAL 900 HE DALI 841 19 1586 2,1

I2P4EY1Z0Q ILO P CENTRAL 1200 HE DALI 1261 29 2380 3

I2P5EY1Z0Q ILO P CENTRAL 1500 HE DALI 1541 35 2890 3,7

I2P6EY1Z0Q ILO P CENTRAL 1800 HE DALI 1681 40 3315 4,5

I2P8EY1Z0Q ILO P CENTRAL 2400 HE DALI 2241 53 4228 6

ILO Pendant High Output CENTRAL Modules

I2P3OY0Z0Q ILO P CENTRAL 900 HO 841 27 2016 2,1

I2P4OY0Z0Q ILO P CENTRAL 1200 HO 1261 38 3040 3

I2P5OY0Z0Q ILO P CENTRAL 1500 HO 1541 47 3760 3,7

I2P6OY0Z0Q ILO P CENTRAL 1800 HO 1681 55 4400 4,5

I2P8OY0Z0Q ILO P CENTRAL 2400 HO 2241 74 5920 6

I2P3OY1Z0Q ILO P CENTRAL 900 HO DALI 841 28 2016 2,1

I2P4OY1Z0Q ILO P CENTRAL 1200 HO DALI 1261 39 3040 3

I2P5OY1Z0Q ILO P CENTRAL 1500 HO DALI 1541 48 3760 3,7

I2P6OY1Z0Q ILO P CENTRAL 1800 HO DALI 1681 56 4400 4,5

I2P8OY1Z0Q ILO P CENTRAL 2400 HO DALI 2241 75 5920 6

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

Order code Description
Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant High Efficiency END Modules

I3P3EY0Z0Q ILO P END 900 HE 843 18 1586 2,1

I3P4EY0Z0Q ILO P END 1200 HE 1263 28 2380 3

I3P5EY0Z0Q ILO P END 1500 HE 1543 34 2890 3,7

I3P6EY0Z0Q ILO P END 1800 HE 1683 39 3315 4,5

I3P8EY0Z0Q ILO P END 2400 HE 2243 52 4228 6

I3P3EY1Z0Q ILO P END 900 HE DALI 843 19 1586 2,1

I3P4EY1Z0Q ILO P END 1200 HE DALI 1263 29 2380 3

I3P5EY1Z0Q ILO P END 1500 HE DALI 1543 35 2890 3,7

I3P6EY1Z0Q ILO P END 1800 HE DALI 1683 40 3315 4,5

I3P8EY1Z0Q ILO P END 2400 HE DALI 2243 53 4228 6

ILO Pendant High Output END Modules

I3P3OY0Z0Q ILO P END 900 HO 843 27 2016 2,1

I3P4OY0Z0Q ILO P END 1200 HO 1263 38 3040 3

I3P5OY0Z0Q ILO P END 1500 HO 1543 47 3760 3,7

I3P6OY0Z0Q ILO P END 1800 HO 1683 55 4400 4,5

I3P8OY0Z0Q ILO P END 2400 HO 2243 74 5920 6

I3P3OY1Z0Q ILO P END 900 HO DALI 843 28 2016 2,1

I3P4OY1Z0Q ILO P END 1200 HO DALI 1263 39 3040 3

I3P5OY1Z0Q ILO P END 1500 HO DALI 1543 48 3760 3,7

I3P6OY1Z0Q ILO P END 1800 HO DALI 1683 56 4400 4,5

I3P8OY1Z0Q ILO P END 2400 HO DALI 2243 75 5920 6

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

ILO PENDANT
Right Corner Modules

Order code Description
L1/L2
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant Right START 90° HORIZONTAL Corner

I1PREY0Z0Q ILO P90R 600x600 HE 601/599 25 2114 3,5

I1PREY1Z0Q ILO P90R 600x600 HE DALI 601/599 26 2114 3,5

I1PROY0Z0Q ILO P90R 600x600 HO 601/599 37 2960 3,5

I1PROY1Z0Q ILO P90R 600x600 HO DALI 601/599 38 2960 3,5

ILO Pendant Right CENTRAL 90° HORIZONTAL Corner

I2PREY0Z0Q ILO P90R 600x600 HE 599/599 25 2114 3,5

I2PREY1Z0Q ILO P90R 600x600 HE DALI 599/599 26 2114 3,5

I2PROY0Z0Q ILO P90R 600x600 HO 599/599 37 2960 3,5

I2PROY1Z0Q ILO P90R 600x600 HO DALI 599/599 38 2960 3,5

ILO Pendant Right END 90° HORIZONTAL Corner

I3PREY0Z0Q ILO P90R 600x600 HE 599/601 25 2114 3,5

I3PREY1Z0Q ILO P90R 600x600 HE DALI 599/601 26 2114 3,5

I3PROY0Z0Q ILO P90R 600x600 HO 599/601 37 2960 3,5

I3PROY1Z0Q ILO P90R 600x600 HO DALI 599/601 38 2960 3,5

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

products / ILO LED 67

L1

[mm]

L2

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

L

ILO PENDANT Light-Line Systems
Order code Description

Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant High Efficiency START Modules 

I1P3EY0Z0Q ILO P START 900 HE 843 18 1586 2,1

I1P4EY0Z0Q ILO P START 1200 HE 1263 28 2380 3

I1P5EY0Z0Q ILO P START 1500 HE 1543 34 2890 3,7

I1P6EY0Z0Q ILO P START 1800 HE 1683 39 3315 4,5

I1P8EY0Z0Q ILO P START 2400 HE 2243 52 4228 6

I1P3EY1Z0Q ILO P START 900 HE DALI 843 19 1586 2,1

I1P4EY1Z0Q ILO P START 1200 HE DALI 1263 29 2380 3

I1P5EY1Z0Q ILO P START 1500 HE DALI 1543 35 2890 3,7

I1P6EY1Z0Q ILO P START 1800 HE DALI 1683 40 3315 4,5

I1P8EY1Z0Q ILO P START 2400 HE DALI 2243 53 4228 6

ILO Pendant High Output START Modules

I1P3OY0Z0Q ILO P START 900 HO 843 27 2016 2,1

I1P4OY0Z0Q ILO P START 1200 HO 1263 38 3040 3

I1P5OY0Z0Q ILO P START 1500 HO 1543 47 3760 3,7

I1P6OY0Z0Q ILO P START 1800 HO 1683 55 4400 4,5

I1P8OY0Z0Q ILO P START 2400 HO 2243 74 5920 6

I1P3OY1Z0Q ILO P START 900 HO DALI 843 28 2016 2,1

I1P4OY1Z0Q ILO P START 1200 HO DALI 1263 39 3040 3

I1P5OY1Z0Q ILO P START 1500 HO DALI 1543 48 3760 3,7

I1P6OY1Z0Q ILO P START 1800 HO DALI 1683 56 4400 4,5

I1P8OY1Z0Q ILO P START 2400 HO DALI 2243 75 5920 6

Modules L (mm)

3 845

4 1265

5 1545

6 1685

8 2245

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

www.ledluks.com
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ILO PENDANT
Left Corner Modules

Order code Description
L1/L2
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant Left START 90° HORIZONTAL Corner

I1PLEY0Z0Q ILO P90L 600x600 HE 601/599 25 2114 3,5

I1PLEY1Z0Q ILO P90L 600x600 HE DALI 601/599 26 2114 3,5

I1PLOY0Z0Q ILO P90L 600x600 HO 601/599 37 2960 3,5

I1PLOY1Z0Q ILO P90L 600x600 HO DALI 601/599 38 2960 3,5

ILO Pendant Left CENTRAL 90° HORIZONTAL Corner

I2PLEY0Z0Q ILO P90L 600x600 HE 599/599 25 2114 3,5

I2PLEY1Z0Q ILO P90L 600x600 HE DALI 599/599 26 2114 3,5

I2PLOY0Z0Q ILO P90L 600x600 HO 599/599 37 2960 3,5

I2PLOY1Z0Q ILO P90L 600x600 HO DALI 599/599 38 2960 3,5

ILO Pendant Left END 90° HORIZONTAL Corner

I3PLEY0Z0Q ILO P90L 600x600 HE 599/601 25 2114 3,5

I3PLEY1Z0Q ILO P90L 600x600 HE DALI 599/601 26 2114 3,5

I3PLOY0Z0Q ILO P90L 600x600 HO 599/601 37 2960 3,5

I3PLOY1Z0Q ILO P90L 600x600 HO DALI 599/601 38 2960 3,5

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

L1

[mm]

L2

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

[mm]

50

L

75

ILO PENDANT Direct/Indirect
Order code Description

Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ILO Pendant Direct/Indirect High Efficiency

I0I4EY0Z0Q ILO PID 1200 HE 1265 56 4760 4

I0I5EY0Z0Q ILO PID 1500 HE 1545 68 5780 4,7

I0I8EY0Z0Q ILO PID 2400 HE 2455 104 8456 7

I0I4EY1Z0Q ILO PID 1200 HE DALI 1265 58 4760 4

I0I5EY1Z0Q ILO PID 1500 HE DALI 1545 70 5780 4,7

I0I8EY1Z0Q ILO PID 2400 HE DALI 2455 106 8456 7

ILO Pendant Direct/Indirect High Output

I0I4OY0Z0Q ILO PID 1200 HO 1265 76 6080 4

I0I5OY0Z0Q ILO PID 1500 HO 1545 94 7520 4,7

I0I8OY0Z0Q ILO PID 2400 HO 2455 148 11840 7

I0I4OY1Z0Q ILO PID 1200 HO DALI 1265 78 6080 4

I0I5OY1Z0Q ILO PID 1500 HO DALI 1545 96 7520 4,7

I0I8OY1Z0Q ILO PID 2400 HO DALI 2455 150 11840 7

Modules L (mm)

4 1265

5 1545

8 2245

LED color temperature Code Y

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

Optic Code Z

OP Opal O

MPR Microprismatic M

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

[mm]

48

90

62 66

7...27

62

94

Lco x 53 x 90

50

75

50

62

50



NOOR LED downlight luminaire stands out with its clear design and outstanding 

performances. Being available in two sizes and with an affordable price it is a 

perfect choice for many ambiences, especially for shops, corridors, offices, hotels, 

restaurants, libraries, residential interiors and as a general lighting. With its low 

profile housing fits perfectly to shallow mounting depths in suspended ceilings.

NOOR LED

75
lm/WLED

OPTIONS

•	 dimmable DALI on request	

•	 emergency lighting EM 1 hour on request

•	 IP44

FEATURES

•	 low profile design, ideal for shallow 

mounting depths in suspended ceilings

•	 easy to install

•	 LED service life 35,000 h at 85% 

luminous flux

•	 colour rendering index CRI Ra >80

•	 excellent luminary efficiency up to 

75lm/W

•	 colour temperature 3000K or 4000K

•	 beam angle 110°

MATERIALS

•	 high quality die-cast aluminium recessed 

housing, powder coated matt white RAL 

9010

•	 high-grade PMMA diffuser with excellent 

light uniformity, no yellowing

•	 smart-edge optic for smooth transition 

of light

Affordable light quality, excellent
energy efficiency

lighting solution70
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NOOR LED offers quality, affordable and easy to install 

lighting solution. This compact downlight delivers high 

performance and high energy efficiency. 

Replacement for traditional lighting technologies bring 

benefits of significant energy savings, lower maintenance 

costs and superior light quality across numerous 

applications.

Clear design available in four sizes and different power options 

resolve almost all needs for greatly illuminated environment.

Typical application: shop lighting, general lighting, corridor 

lighting, office lighting, hotels, restaurants, libraries and 

residential interiors. 
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NOOR 196 20W LED840
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100

300

400

500

600

cd/klmNOOR 249 30W
LED840

ø 196

ø 162

ø 120

ø 175
63

3

[mm]

Order code Description
System 

power (W)

Direct light 
output 

(lm)

Weight 
(kg)

NOOR 6 LED

NR6W14X001 NOOR 196 OP 16 1388 0,7

NR6W14X101 NOOR 196 OP DALI 17 1388 0,7

NR6W14X002 NOOR 196 OP IP44 16 1388 0,7

NR6W14X102 NOOR 196 OP DALI IP44 17 1388 0,7

Order code Description
System 

power (W)

Direct light 
output 

(lm)

Weight 
(kg)

NOOR 8 LED

NR8W22X001 NOOR 249 OP 30 2512 1,0

NR8W22X101 NOOR 249 OP DALI 30 2512 1,0

NR8W22X002 NOOR 249 OP IP44 30 2512 1,0

NR8W22X102 NOOR 249 OP DALI IP44 30 2512 1,0

NOOR 196

ø 249

ø 198

ø 154

ø 220
76

4

[mm]

NOOR 249

LED color temperature Code X

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

LED color temperature Code X

2700K Warm white 2

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5



HYPERION LED is a high-bay luminaire suitable for suspended or ceiling 

installation. It offers sustainable, high-efficient lighting for industrial plants, 

warehouses and sport areas. Different optics, housing sizes, light output 

options and many accessories for easy and precise installation and save 

operation make it a perfect choice for various specific applications.

HYPERION LED

137
lm/W

100%

EULED

OPTIONS

•	 dimmable DALI

•	 emergency lighting EM 1 hour

•	 ceiling mounting plate and 2 point chain 

suspension installation kit

•	 ball-proof protection grid on request

FEATURES

•	 LED service life 50,000 h at 85% 

luminous flux 

•	 colour rendering index CRI Ra >84 

•	 excellent luminary efficiency up to       

137lm/W 

•	 light colour temperature 4000K and 

5000K

•	 ambient operating temperature -25 to 

+50°C

•	 light output from 8400 to 35000 lm

•	 suspended or ceiling installation

•	 IP65 degree of protection

•	 power installation via quick connection

MATERIALS

•	 high quality sheet-steel housing, powder 

coated matt white RAL 9003

•	 reflector optic with symmetric narrow or 

wide light distribution (UGR < 23)

•	 tempered glass

•	 silicon sealed

•	 SMD LED >160lm/W

•	 electronic LED converter

•	 sheet-steel safety glass-holder

Professional high-bay luminaire, best 
choice for industry and sport

up to 35.000
lumens
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> with ball-proof 
protection grid

IP65 Protection Guarantee

GORE® vent pressure
equalization

Installer Friendly

Quick power connection

www.ledluks.com

Hyperion 140W

T5 4x54W

LED

HIE 400W

Excellent Energy Efficiency

up to 66%
energy savings

8.3x longer
service lifetime
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Hyperion LED

T5

HIE

77

Guaranteed Performance at Higher Ambience Temperature

The choice of luminaires depends on ambient conditions. Usually above the roof, where high-bay luminaires are 

installed, ambient temperature is much higher than 25°C. HYPERION advanced thermal design guarantees high 

performing and long lasting operation even in ambient temperatures as high as 50°C.

T5 high-bay

Hyperion LED 92%

56% T5 high-bay

Hyperion LED 100%

100%T5 high-bay

Hyperion LED 92%

56% T5 high-bay

Hyperion LED 100%

100%

Ta=25°C Ta=50°C

1.6x
better performance 
at higher ambient 
temperature

products / HYPERION LED
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AMBA CO d.o.o. Celje - HYPERION B 70 NARROW

79products / HYPERION LED

Case Study:
Sports Hall Slovenj Gradec

increased lifetime 4xenergy savings 56%
improved average
illuminance 41%

LED color temperature Code Z

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

Optic Code X

NARROW Narrow beam N

WIDE Wide beam W

DOP Diamond Prism + OPAL P

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

HYPERION 1500 High Output

HYAXEZ0101 HYPERION ALU 1500 HE 72 9787 7,5

HYAXEZ1101 HYPERION ALU 1500 HE DALI 73 9787 7,5

HYAXOZ0101 HYPERION ALU 1500 HO 100 12000 7,5

HYAXOZ1101 HYPERION ALU 1500 HO DALI 101 12000 7,5

HYPERION ALU

Coming soon
Top price-performance

solution

66

135

1457

[mm]
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Choose the perfect lighting solution for your needs

Hyperion high-bay luminaire variations offer the possibility to choose the perfect 

lighting solution for your industrial areas. Hyperion Basic (B) available as best 

price solution. Hyperion High Efficiency (HE) to additionally cut energy costs. 

Hyperion High Lumen Output (HO) for a price-performance optimized solution. 

Hyperion Super High Output (SHO) for the maximum lumen output (available 

only for H 1200x300).

www.ledluks.com

71

95

1226

[mm]304

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

HYPERION 1200x300 High Efficiency

HY1XEZ0Q01 HYPERION 1200X300 HE 67 9217 12,4

HY1XEZ1Q01 HYPERION 1200X300 HE DALI 68 9217 12,4 

HY1XEZ3Q01 HYPERION 1200X300 HE EM 1h 69 9217  13,0

HY1XEZ4Q01 HYPERION 1200X300 HE DALI EM 1h 70 9217  13,0

HYPERION 1200x300 Basic

HY1XBZ0Q01 HYPERION 1200X300 B 70 8400 12,4 

HY1XBZ1Q01 HYPERION 1200X300 B DALI 71 8400 12,4

HY1XBZ3Q01 HYPERION 1200X300 B EM 1h 72 8400 13

HY1XBZ4Q01 HYPERION 1200X300 B DALI EM 1h 73 8400  13,0

HYPERION 1200x300 High Output

HY1XOZ0Q01 HYPERION 1200X300 HO 92 11860 12,4

HY1XOZ1Q01 HYPERION 1200X300 HO DALI 93 11860 12,4 

HY1XOZ3Q01 HYPERION 1200X300 HO EM 1h 94 11860 13,0

HY1XOZ4Q01 HYPERION 1200X300 HO DALI EM 1h 95 11860 13,0

HYPERION 1200x300 Super High Output

HY1XSZ0Q01 HYPERION 1200X300 SHO 140 14700 12,4 

HY1XSZ1Q01 HYPERION 1200X300 SHO DALI 141 14700 12,4

HY1XSZ3Q01 HYPERION 1200X300 SHO EM 1h 142 14700 13,0

HY1XOZ4Q01 HYPERION 1200X300 SHO DALI EM 1h 143 14700 13,0

HYPERION 1200x300

LED color temperature Code Z

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

Optic Code X

NARROW Narrow beam N

WIDE Wide beam W

Diffuser material and protection Code Q

GL tempered glass 0

PMMA
transparent acrylic 
glass

2

Ball-Proof Protection

Protective grid

Order code Hyperion 1200x300: 
1MHY307A01
Order code Hyperion 1200x500: 
1MHY307001

Fast Ceiling Installation

Ceiling mounting plate

Order code Hyperion 1200x300: 
1MHY307A01
Order code Hyperion 1200x500: 
1MHY303000

Easy Pendant Installation

2-point chain suspension kit, 
length 2,5 m

Order code: 1MHYC01000

Accessory
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HYPERION 1200x500
HO 185W LED840
NARROW

 cd/klm
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HYPERION 1200x500
HO 185W LED840
WIDE

LED color temperature Code Z

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

LED color temperature Code Z

3000 K warm white 3

4000 K natural white 4

5000 K cool white 5

Optic Code X

NARROW Narrow beam N

WIDE Wide beam W

Optic Code X

NARROW Narrow beam N

WIDE Wide beam W

Diffuser material and protection Code Q

GL tempered glass 0

PMMA
transparent acrylic 
glass

2

Diffuser material and protection Code Q

GL tempered glass 0

PMMA
transparent acrylic 
glass

2

71

95

1226

[mm]532

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

HYPERION 1200x500 High Efficiency

HY2XEZ0Q01 HYPERION 1200X500 HE 134 18434  18,0

HY2XEZ1Q01 HYPERION 1200X500 HE DALI 135 18434  18,0

HY2XEZ3Q01 HYPERION 1200X500 HE EM 1h 136 18434  18,6

HY2XEZ4Q01 HYPERION 1200X500 HE DALI EM 1h 136 18434  18,6

Order code Description
System 

power (W)
Light

output (lm)
Weight 

(kg)

HYPERION 1800x500 High Output

HY4XOZ0Q01 HYPERION 1800X500 HO 285 36765 25,1

HY4XOZ1Q01 HYPERION 1800X500 HO DALI 286 36765 25,1

HY4XOZ3Q01 HYPERION 1800X500 HO EM 1h 287 36765 25,3

HY4XOZ4Q01 HYPERION 1800X500 HO DALI EM 1h 287 36765 25,3

HYPERION 1200x500 Basic

HY2XBZ0Q01 HYPERION 1200X500 B 140 16800 18,0 

HY2XBZ1Q01 HYPERION 1200X500 B DALI 141 16800 18,0

HY2XBZ3Q01 HYPERION 1200X500 B EM 1h 142 16800 18,6

HY2XBZ4Q01 HYPERION 1200X500 B DALI EM 1h 143 16800 18,6 

HYPERION 1200x500 High Output

HY2XOZ0Q01 HYPERION 1200X500 HO 185 23940  18,0

HY2XOZ1Q01 HYPERION 1200X500 HO DALI 186 23940  18,0

HY2XOZ3Q01 HYPERION 1200X500 HO EM 1h 187 23940  18,6

HY2XOZ4Q01 HYPERION 1200X500 HO DALI EM 1h 187 23940  18,6

HYPERION 1200x500

HYPERION 1800x500

HYPERION
Narrow Optic

HYPERION
Wide Optic

71

1800

[mm]500

95



HATOR LED represents a high quality, excellent energy efficient and 

maintenance free moisture-proof luminaire. Its robust housing makes it the 

best choice for many applications, such as: multi-story car parks, industrial 

plants, warehouses, storage and cold storage rooms, loading bays, corridors, 

agricultural buildings and other facilities with complex ambient conditions.

HATOR LED

129
lm/W

100%

EULED

OPTIONS

•	 emergency lighting EM 1 hour

•	 dimmable DALI on request

•	 through wiring 5 x 2.5mm²

•	 silicone gasket for temperature range  

-25 to +35°C

FEATURES

•	 LED service life 50,000 h at 85% 

luminous flux

•	 colour rendering index CRI Ra >80

•	 excellent luminary efficiency of up to 

129 lm/W

•	 colour temperature 3000K, 4000K or 

5000K

•	 temperature range -25 to +35°C

•	 removable LED engine

MATERIALS

•	 canopy: Flame retardant glass-fiber 

reinforced polyester light grey RAL 7035

•	 diffuser: Opal PMMA with excellent light 

transmission and homogeneous 

light distribution

•	 gasket: Non-aging expanded 

polyurethane

•	 gear tray: High quality sheet-steel 

powder coated white RAL 9003

Durable and highly efficient
moisture-proof luminaire

82

Quick power connection 
on request

Installer Friendly
IP65 Protection
Guarantee

GORE® vent pressure
equalization on request

UHS5 Hator
Order code: 6998000110

www.ledluks.com

Anti-vandal Stainless
Steel Clips Remote Control

•	 mounting height up to 7m

•	 requires no additional power supply

•	 IP 65

•	 dimming funcionality

•	 automatic switch-off delay time based on 

the presence 

•	 automatic switch-on/off based on the 

light level  

EBMPIR-MB-DD PIR 
Presence Detector
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Replacement for traditional lighting technologies brings 

many benefits. Hator LED is high quality, excellent energy 

efficient and maintenance free moisture-proff luminaire 

that keep operating costs low.

Excellent Energy Efficiency

up to 56%
energy savings

4.2x longer
service lifetime
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Hator LED

Fluorescent T5

Fluorescent T8
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Hator LED

T5

T8

Ra > 80 SMD LED 160 lm/W

products / HATOR LED

•	 step-down illuminance function

•	 adjustable maintained illuminance level

•	 up to 10 luminaires per sensor (DALI) 

•	 optional IR commissioning handset

•	 programmable via IR handset
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115

100

L

[mm]
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HATOR 1200
Order code Description

System 
power 

(W)

Light
output 

(lm)

Weight 
(kg)

HATOR High Efficiency

HA223Y0O01 HATOR 1200 HE OP 26 3250 2,1

HA223Y1O01 HATOR 1200 HE OP DALI 27 3250 2,1

HA223Y0OT1 HATOR 1200 HE OP THROUGH WIRING 5x2.5 mm² 26 3250 2,3

HA223Y1OT1 HATOR 1200 HE OP THROUGH WIRING 5x2.5 mm² DALI 27 3250 2,3

HA223Y3O01 HATOR 1200 HE EM 1h OP 28 3250 2,6

HA223Y4O01 HATOR 1200 HE EM 1h OP DALI 29 3250 2,6

HA223Y3OT1 HATOR 1200 HE OP THROUGH WIRING 5x2.5 mm² EM 1h 28 3250 2,7

HA223Y4OT1
HATOR 1200 HE OP THROUGH WIRING 5x2.5 mm² EM 1h 
DALI

29 3250 2,7

HA223Y5O01 HATOR 1200 OP DALI SNSR 29 3250 2,6

HATOR High Output

HA224Y0O01 HATOR 1200 HO OP 37 4773 2,1

HA224Y1O01 HATOR 1200 HO OP DALI 38 4773 2,1

HA224Y0OT1 HATOR 1200 HO OP THROUGH WIRING 5x2.5 mm² 37 4773 2,3

HA224Y1OT1 HATOR 1200 HO OP THROUGH WIRING 5x2.5 mm² DALI 38 4773 2,3

HA224Y3O01 HATOR 1200 HO EM 1h OP 39 4773 2,6

HA224Y4O01 HATOR 1200 HO EM 1h OP DALI 40 4773 2,6

HA224Y3OT1 HATOR 1200 HO OP THROUGH WIRING 5x2.5 mm² EM 1h 39 4773 2,7

HA224Y4OT1
HATOR 1200 HO OP THROUGH WIRING 5x2.5 mm² EM 1h 
DALI

40 4773 2,7

HA224Y5O01 HATOR 1200 HO OP DALI SNSR 40 4773 2,6

LED color temperature Code Y

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5

L1 = 1275

L2 = 1580
Robust housing with excellent durability and easy installation is designed to 

meet environmental and health standards. 

Hator LED impress with excellent lighting quality. Equipped with PMMA 

diffuser brings advantages of UV stability and chemical resistance.
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HATOR 1500

HATOR 1200 37W
LED840 OP

 cd/klm

160

80

240

320

OP

Order code Description
System 
power 

(W)

Light
output 

(lm)

Weight 
(kg)

HA236Y0O01 HATOR 1500 OP 49 6308 3,0

HA236Y1O01 HATOR 1500 OP DALI 50 6308 3,0

HA236Y0OT1 HATOR 1500 OP THROUGH WIRING 5x2.5 mm² 49 6308 3,2

HA236Y1OT1 HATOR 1500 OP THROUGH WIRING 5x2.5 mm² DALI 50 6308 3,2

HA236Y3O01 HATOR 1500 EM 1h OP 51 6308 3,5

HA236Y4O01 HATOR 1500 EM 1h OP DALI 52 6308 3,5

HA236Y3OT1 HATOR 1500 OP THROUGH WIRING 5x2.5 mm² EM 1h 51 6308 3,6

HA236Y4OT1 HATOR 1500 OP THROUGH WIRING 5x2.5 mm² EM 1h DALI 52 6308 3,6

HA236Y5O01 HATOR 1500 OP DALI SNSR 52 6308 3,6

LED color temperature Code Y

3000K Warm white 3

4000K Natural white 4

5000K Cool white 5



Customized—

LED Luks is well concerned that each project is specific and that 

some cases require a tailor-made solution. Besides choosing from our 

portfolio of in-house designed LED luminaires, we can work together 

with the client to develop a unique solution that perfectly fits the 

needs of the project. 

REQUIREMENTS

The client opted to switch from traditional street lighting to a 

customized and energy-efficient outdoor LED lighting solution within 

the existent lantern style street lamp. 

SOLUTION

LED Luks team worked together with the client to design a tailor-

made product embedded with a retrofit kit that meets the light and 

efficiency requirements. With the solution provided they achieved 

higher luminance levels by a factor of 2 in the area around the 

fixture and an atmospheric lighting with a natural “moonlight” color 

temperature of 4000K, lighting the path from the parked cars to the 

houses across the street.

Just what you need

86 lighting solution

— Solution

Case Study:
Ekobase Global Inc., US

www.ledluks.com
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Mednarodni prehod 6, Vrtojba

SI-5290 Šempeter pri Gorici

Slovenia


